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Al 


Ai Snow White 


all modeR AL LY STRIPES 


White Gold. Blue. Green, Orange: 
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Brown Tan 


1974 “Bravado” Grain 
Vinyl-Covered Roofs 


Optional on... 
Hornet-2 & 4 Door Sedan 

& Hatchback 
Javelin & AMX-2 Door Hardtops 
Matador-2 Door Coupes & 

4 Door Sedan 
Ambassador Brougham- 

4 Door Sedan 











Black White 


Consult trim charts for roof application. 








Peewee 


A1 Snow White 
all models 














TWO TONE: Snow White is available with all 
standard exterior colors aS follows .- - 
Hornet Sedan and Hatchback—roof 
Matador and Ambassador Sedan—roof 
Matador Wagon-side and rear panels 


Matador Coupe—roof 


Brown . 
an 


1974 “Bravado” Grain 
Vinyl-Covered Roofs inane te 
Optional on... RAL: 
Hornet-2 & 4 Door Sedan 
ie . Hatcnibace wile. 
velin MX-2 Door Ha SNR 
Matador-2 Door Coupes es 4 
4 Door Sedan 
Ambassador Brougham- 
4 Door Sedan Copper (Cassini Only) 








Green 
Blue 








Black ~ 
hite 


Consult trim charts for roof application. 





F4 Daisy Yellow 
Matador, 
=e ’ Ambassador 








Brown 


1974 “Bravado” Grain 
Vinyl-Covered Roofs 


Optional on... 
Hornet-2 & 4 Door Sedan 

& Hatchback 
Javelin & AMX-2 Door Hardtops 
Matador-2 Door Coupes & 

4 Door Sedan 
Ambassador Brougham- 

4 Door Sedan 





Copper (Cassini Only) 


White 


Consult trim charts for roof application. 


SRrteneeaaeaenhh & fe Ee. 


E9 Mellow Yellow 


Gremlin, 
Hornet, 
Javelin 
E9 


Brown 


1974 “Bravado” Grain 
Vinyl-Covered Roofs 


Optional on... 
Hornet-2 & 4 Door Sedan 

& Hatchback 
Javelin & AMX-2 Door Hardtops 
Matador-2 Door Coupes & 

4 Door Sedan 
Ambassador Brougham- 

4 Door Sedan 


Copper (Cassini Only) 


White 


Consult trim charts for roof application. 
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G6 Sienna Orange 
all models 











1974 “Bravado” Grain 
Vinyl-Covered Roofs 


Optional on... 
Hornet-2 & 4 Door Sedan 

& Hatchback 
Javelin & AMX-2 Door Hardtops 
Matador-2 Door Coupes & 

4 Door Sedan 
Ambassador Brougham- 
4 Door Sedan 














Black White 


Consult trim charts for roof application. 
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D7 Trans Am Red 
— all models 
1 





Brown Tan 
1974 “Bravado” Grain Se 
Vinyl-Covered Roofs : OS RUNS Sn 
Optional on... ROAR Yat 
Hornet-2 & 4 Door Sedan HD Ae BEES 

& Hatchback ue RS NEEL 


Javelin & AMX-2 Door Hardtops RRR Gar iON 
Matador-2 Door Coupes & DUA PN ODE Fist 
4 Door Sedan OnGtre 
Ambassador Brougham- 
4 Door Sedan 











Black White 


Consult trim charts for roof application. 
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F9 Copper, Metallic 
all models 





Brown Tan 
1974 “Bravado” Grain eo 
Vinyl-Covered Roofs ONES 
Optional on... EUR 
Hornet-2 & 4 Door Sedan ENE PAD yey. 
& Hatchback SER NTA 
Javelin & AMX-2 Door Hardtops (5% BRAS Rhy 
Matador-2 Door Coupes & PUY ban 
4 Door Sedan eee 
Ambassador Brougham- 


4 Door Sedan Copper (Cassini Only) 





Green Blue 





Black White 


Consult trim charts for roof application. 
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F8 Golden Tan, Metallic 
all models 












Brown 


1974 “Bravado” Grain 
Vinyl-Covered Roofs 


Optional on... 
Hornet-2 & 4 Door Sedan 

& Hatchback 
Javelin & AMX-2 Door Hardtops 
Matador-2 Door Coupes & 

4 Door Sedan 
Ambassador Brougham- 

4 Door Sedan 


' 








Green Blue 








Black White 


Consult trim charts for roof application. 
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E6 Fawn Beige 
—— all models 





Brown Tan 
1974 “Bravado” Grain — 
Vinyl-Covered Roofs Ng 


Optional on... 
Hornet-2 & 4 Door Sedan 
& Hatchback RAS 
Javelin & AMX-2 Door Hardtops Nh Vane 
Matador-2 Door Coupes & Me 
4 Door Sedan WR hr Re 
Ambassador Brougham- - 
4 Door Sedan Copper (Cassini Only) 








Green Blue 








Black White 


Consult trim charts for roof application. 
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G5 Pewter Mist, Metallic 
ae Matador, 
Ambassador 





— 





Brown 


1974 “Bravado” Grain 
Vinyl-Covered Roofs 


Optional on... 
Hornet-2 & 4 Door Sedan 

& Hatchback 
Javelin & AMX-2 Door Hardtops 
Matador-2 Door Coupes & 

4 Door Sedan 
Ambassador Brougham- 

4 Door Sedan 


’ 
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Blue 


White 


Consult trim charts for roof application. 
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P1 Classic Black 
NV ELele lem 
Ambassador 


Brown 


1974 “Bravado” Grain 
Vinyl-Covered Roofs 


Optional on... 
Hornet-2 & 4 Door Sedan 

& Hatchback 
Javelin & AMX-2 Door Hardtops 
Matador-2 Door Coupes & 

4 Door Sedan 
Ambassador Brougham- 

4 Door Sedan 


ra] ™ aT 


White 


Consult trim charts for roof application. 





G1 Silver Green, Metallic 
all models 





Brown Tan 
1974 “Bravado” Grain ——— 
Vinyl-Covered Roofs ARIA RYN EMA 
Optional on... PULP eT 
Hornet-2 & 4 Door Sedan ge Ay ek 
& Hatchback COPS aN da AAT 
Javelin & AMX-2 Door Hardtops RRRh% TE eee 
Matador-2 Door Coupes & PANY BODE ia Vee yo 
4 Door Sedan SNGAAP RNA a ithe Mt 


Ambassador Brougham- 
4 Door Sedan 





Green Blue 





Black White 


Consult trim charts for roof application. 








Brown 


1974 “Bravado” Grain 
Vinyl-Covered Roofs 


Optional on... 


Hornet-2 & 4 Door Sedan 

& Hatchback 
Javelin & AMX-2 Door Hardtops 
Matador-2 Door Coupes & 

4 Door Sedan 
Ambassador Brougham- 

4 Door Sedan 


White 
Consult trim charts for roof application. 








1974 “Bravado” Grain 
Vinyl-Covered Roofs 


Optional on... 
Hornet-2 & 4 Door Sedan 

& Hatchback 
Javelin & AMX-2 Door Hardtops 
Matador-2 Door Coupes & 

4 Door Sedan 
Ambassador Brougham- 

4 Door Sedan 


’ 


White 


Consult trim charts for roof application. 
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E1 Diamond Blue, M 
Gremlin, 
Hornet, 
Javelin 


Brown 


1974 “Bravado” Grain 
Vinyl-Covered Roofs 


Optional on... 
Hornet-2 & 4 Door Sedan 

& Hatchback 
Javelin & AMX-2 Door Hardtops 
Matador-2 Door Coupes & 

4 Door Sedan 
Ambassador Brougham- 

4 Door Sedan 














Black White 





Consult trim charts for roof application. 
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F6 Medium Blue, Metallic 
Matador, 
Ambassador 








Brown 


1974 “Bravado” Grain 
Vinyl-Covered Roofs 


Optional on... 
Hornet-2 & 4 Door Sedan 

& Hatchback 
Javelin & AMX-2 Door Hardtops 
Matador-2 Door Coupes & 

4 Door Sedan 
Ambassador Brougham- 

4 Door Sed 


z 











White 
Consult trim charts for roof application. 
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F2 Maxi Blue 
Gremlin, 
Hornet, 
Javelin 


Brown 


1974 “Bravado” Grain 
Vinyl-Covered Roofs 


Optional on... 
Hornet-2 & 4 Door Sedan 

& Hatchback 
Javelin & AMX-2 Door Hardtops 
Matador-2 Door Coupes & 

4 Door Sedan 
Ambassador Brougham- 


4 Door Sedan 


White 
Consult trim charts for roof application. 
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F7 Dark Blue, Metallic ae 
all models 


Brown Tan 


1974 “Bravado” Grain 
Vinyl-Covered Roofs 


Optional on... 
Hornet-2 & 4 Door Sedan 

& Hatchback 
Javelin & AMX-2 Door Hardtops 
Matador-2 Door Coupes & 

4 Door Sedan 
Ambassador Brougham- 
4 Door Sedan 











Black White 


Consult trim charts for roof application. 





1974 “Bravado” Grain 
Vinyl-Covered Roofs 


Optional on... 
Hornet-2 & 4 Door Sedan 

& Hatchback 
Javelin & AMX-2 Door Hardtops 
Matador-2 Door Coupes & 

4 Door Sedan 
Ambassador Brougham- 

4 Door Sedan 


White 
Consult trim charts for roof application. 





1974 “Bravado” Grain 
Vinyl-Covered Roofs 


Optional on... 
Hornet-2 & 4 Door Sedan 

& Hatchback 
Javelin & AMX-2 Door Hardtops 
Matador-2 Door Coupes & 

4 Door Sedan 
Ambassador Brougham- 

4 Door Sedan 


7 »? 


White 


Consult trim charts for roof application. 


















Copper (Cassini Only) 


White 


Blue 
Consult trim charts for roof application. 
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& Hatchback 
Javelin & AMX 


Matador 






Hornet-2 & 4 Door Sedan 


Optional on.. 


Green 
Black 


1974 “Bravado” Grain 
Vinyl-Covered Roofs 


a a a! a” a ae a! a at of | 


J8 Caramel Tan 
incre all models 
Optic 

\ 
Optic 
Stan 














1974 “Bravado” Grain 
Vinyl-Covered Roofs 


Optional on... 
Hornet-2 & 4 Door Sedan 

& Hatchback 
Javelin & AMX-2 Door Hardtops 
Matador-2 Door Coupes & 

4 Door Sedan 
Ambassador Brougham- 
4 Door Sedan 















White 


Consult trim charts for roof application. 
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-~ WOODGRAIN: Color-Keyed Woodgrain in Side & Rear Panels 








(rear panel is ‘‘light reflective’) for the following models: 
Included with Hornet.Sportabout “D/L” Package 
Optional on Hornet Sportabout, 

without rear panel (less ‘‘X’’ Package) 
Optional on Matador Wagon 
Standard on Ambassador Brougham Wagon 


Brown 


1974 “Bravado” Grain 


Vinyl-Covered Roofs ee ‘ 
Optional on... 4 Ny 4 Wee 
Hornet-2 & 4 Door Sedan Y AY 
& Hatchback 
Javelin & AMX-2 Door Hardtops 
Matador-2 Door Coupes & 
4 Door Sedan 
Ambassador Brougham- 
4 Door Sedan Copper (Cassini Only) 


White 


Consult trim charts for roof application. 





Gremlin 





UO]O8S 





vm, 





AMC VI 


Gremlin 
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New for ’74 A-1 
Model Comparison— 

Standard Ornamentation A-2 
Optional Stripe and 

Molding Locations A-3 
Engine/Transmission/ 

Axle & Dimensions A-4 
Trim/Color/Stripe 

Availability A-5 
Trim Samples A-6-7 
Optional Packages A-8 
Optional Groups A-9 
Options A-10-12 
Standard/ Optional 


Equipment Comparison A-13-16 
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Exterior 


New color-keyed grille. 


Upgraded front and rear 
bumper systems to meet 
5 mph Federal impact 
requirements. 


Front and rear bumpers are 
free standing (no panels 
between bumper and body). 


New optional rally- stripe 
shape. 


“X”’ package stripe is new. 


Optional trim ring and hub 
cap combination replaces 
custom wheel cover option. 


Dual rear window telestrut 
system increases durability, 


Push button single latch 
rear window mechanism 
replaces twist.handle. 


Eight new exterior colors 
(14 available). 


Gremlin X available in all 
14 colors (black is only 
other color available). 


Quarter panel revised to 
eliminate bumper pockets 
and change “C”’ pillar 
appearance. 


Lower back panel revised. ye é 
** Tow and no lead fuel. 


Interior 


Three point lap and 

shoulder belt system 
. coupled with starter 
.. interlock system. 


- AM/FM/Stereo multiplex 

& radio with 4 speakers now 

. available. 

“AM/FM radio option 
cancelled. 


AM radio has new, 
improved speaker. 


Seat and door trim is new. 


Headlining and sun viSors 
are color-keyed to interior. 


Seat back release relocated 
to bottom of back on split 
bench and bucket seats. 


” 


why 


.g, Saget - 
(running ehange). este «Mechanical 


Extra quiet insulation 
package significantly 
reduces noise levels. 

Rete eek option available 
with “X"\package. 
Steel-bélted radial ply 

tires are new option. 

V8 valve seats are 


induction hardened—now 
allsengines can use regular, 


~ Door switches for dome 
lamp are now standard. 


» Three belt engine accessory 
s“idrive system used on 


_ * Stainless steel fixed length 


- antenna improves FM 
reception. 


Model Vi 
Comparison an 


Standard Exterior Ornamentation 





Gremlin 2-Door Sedan 


“Gremlin” on hood and “‘C”’ 
pillar 


AMC emblem on rear 
“Gremlin” emblem on gas cap 
Upper body paint stripe 


Bright windshield and 
backlight moldings 


Front and rear rubber 
bumper guards 


Corporate hub caps 








A-2 


“a 


A Optional 
>» AMC Striping 





Optional 
rally stripe 
and 

optional 
Levi's decal. 








Optional 
“X” package 
stripe. 


Optional 
Bodyside Scuff 
Molding 
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1974 Gremlin Engine-Transmission Combinations 
First figure in box is standard axle ratio; others are optional. 


1974 Gremlin 


Engine/T rarsmission/Axle 
and Dimensions 





























Engine Six V-8 
232-1B 258-1B 304-2B 
Transmission Std. Opt. Opt. 
3-Speed Manual Full 2.73 2.73 3.54 
Synchromesh Floor Shift, 3.08 3.08 
Standard 
Torque-Command, 2.73 2.73 3.15 
Automatic Column Shift, 3.08 
Optional 3.08 
Torque-Command, 2.173 PATS: 3.15 
Automatic Floor Shift, 3.08 3.08 
Optional | 
1974 Gremlin Dimensions 
2-Door 
Exterior Sedan 
Wheelbase 96.0” 
Length 170:3” 
Width 70.6” 
Height 52:67 
Overhang, Front 38.4” 
Rear 35.9” 
Tread, Front 56.7” 
Rear OF AY 
Tire Size, 6-Cyl., Std. 6.45 x 14 
V-8, Std. 6.95 x 14 
Interior 
Head Room, Front 38.0” 
Rear 36.4” 
Leg Room, Front 42.1” 
Rear 27.8” 
Shoulder Room, Front 54.9” 
Rear 53.0” 
Hiproom, Front 54.9” 
Rear 53.0” 
Trunk Luggage Vol., Cu. Ft. 6.4” (1) 
Cargo Length at Floor, Front Seat 50.4” 


(1) 16.7 with rear seat down and space-saver spare 
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Gremlin Seat & Trim Availability 





1974 “Gremlin” 


Seat & Trim Availability 


MODEL | FRONT SEAT TYPES 


Bench Seat, Split Back—Standard 
Bench Seat, Split Back—Optional 


Bucket Seats—Optional (Standard X) 


1974 Gremlin Vinyl Roof and Stripe Availability 


Vinyl “Laramie’ —Standard 






















EXTERIOR COLORS 


Pleated “Fairway” 





Vinyl—Optional 








Pleated “Fairway” 
Vinyl—Optional 


BLACK OR WHITE 


Al | Snow White 


Rally or ‘'X’’ Stripes aa 


E1 | Diamond Blue Met. _ {Rally or “x” Stripes hens 


F2 | Maxi Blue 
F7 | Dark Blue Met. 


Rally or ‘‘X"’ Stripes ear 


Rally or ‘‘X’’ Stripes WHT 


BLK 


Silver Green Met. Rally or “X" Stripes] wry 





Medium Green Met. Rally or "x" Stripes] wry 
G3 | Dark Green Met. 


Fawn Beige WHT 


BLK 
Rally or “'X"’ Stripes WHT 


BLK 
Rally or ‘'X"’ Stripes WHT 
GOL 


Rally or ''X"’ Stripes war 


BLK 
D7 Rally or 'X"’ Stripes] WHT 


BLK 
Rally or ‘'X"’ Stripes WHT 


Sienna Orange 
GOL 


Plum Met. 


Rally or ‘'X’’ Stripes WHT 


Classic Black were core 
(Extra Cost Option) Rally or “X" Stripes} oy 


Ez 


NOTE:  *Available with Levi's trim only 
——* Paint stripe usage: Gold with F7, G2, G3, D7,G4, F9 & Pl; Black with all others 
Vinyl bodyside scuff molding usage: Blue with El & F7 exteriors 
» Green with Gl, G2 & G3 exteriors 
Brown with E6, F8 & F9 exteriors 
Black with Al, F2, £9, D7, G4, G6 & Pl exteriors 


BLU 
ORN 


BLU 


BLU 


ORN 
BRN 


ORN 
BRN 


ORN 
BRN 


ORN 


GOL 


Pleated “Fairway” 


Vinyl—Optional 








cons [ om [rw] om 


cones] ot | w | oe 








“Levi's” Fabric—Optional 















Vinyl “Laramie” —Standard 


Pleated “Fairway” 
Vinyl—Optional 





= 
/Red| /Butf 
ee ee 





Pleated ‘‘Fairway”’ 
Vinyl—Optional 










Vinyl “Laramie” —Standard 


Pleated “Fairway”’ 
Vinyl—Optional 








BLUE 





BLK 
GOL 


BLK 
WHT 


Ee 
=f 


BLU 
ORN 


BLU 
BLU 


BLU 
ORN* 


WHT 
GOL 









Cinnamon 
/Buft 


BLK ORN 
GOL BRN 


ORN 


ORN 
BRN 


BLK | BLK GOL 
WHT | WHT 
GOL 


“ee BLK ORN 


WH 
GO 





T}| WHT ORN 
L] GOL 


Standard “Laramie” Embossed Vinyl 


Bench Seat. 





01-F 03-F 04-F 06-F 
BLACK BLUE GREEN CINNAMON/ BUFF 














Optional “Fairway” Simulated Knit Vinyl! 


with Grained-Vinyl Bolsters. Bench or Bucket Seats. 





U 
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Madd bed ds eM 
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Cette t eee? ae at de, det tr Su dn or Aer. 
FeREECE EE Cel SLSTEe Ee Ce a eres 
CC CCC EEE ere POP Ue Le Lele te 
teteet eee} Pe Ceeheceée ee 
Ceeeceecee & a Sele ¢ eb bie 
SK dK IK Dy Se Si Te SoH) PLUCVeUE Ue © ele ee 
Sh : | SLES Siete rerties PLeLe. © LeLe le et 
01-H or Q 03-H or Q 04-H or Q 06-H or Q 05-Q 
BLACK BLUE GREEN CINNAMON/ BUFF BLACK/RED 
(Bucket Only) 
f 
s s9 . . 
| Optional Levi's Denim Fabric 
| with Grained-Vinyl Bolsters (Bucket Only 
SISSAG LTA 
‘froeteteteéttee se 
feetertrteete¢ 
CRC Ciec mee ei 
Mt aaa aaa. 
‘rorertrterteteéee¢te¢ 
Cee Ceeceicie 
Fete ee€ci€ €i¢ 
toda dt atid ag ay 
Tht ats alt tt ctl att af 
CIEE EERE 
GS hohe ' / 
08-Q 
WHITE 
(Bucket Only) 
A-6 03-R 


BLUE 


a) 


)) 


@) 








Optional 
Pleated Vinyl! 
Bench Seat (H) 








Gremlin 


Standard 
Vinyl Bench Seat (F) 








Optional 
- Pleated Viny! Bucket Seat (Q) 





Optional 
Levi’s Cloth Bucket Seat (R) 


A-7 


Optional Vil 
Packages 


“x” Package 


Full length hockey stick 
side stripe, slot style 

14 x 6” wheels, D70 x 14 
black tires, Space Saver 
spare tire on regular wheel, 
custom interior with bucket 
seats, extra quiet insulation 
package, cargo insulation 
and carpeting, 15” sports 
steering wheel, painted 
lower back panel, interior 
appointment package and 
special “X” identification 
and decals. 











“Levi's” 
Trim Package 


Blue denim bucket seat trim 
and door trim, door mounted 
storage/litter container in 
blue denim, blue headlining 
and sun visors, special 
exterior decal (requires‘‘X”’ 
Package or custom trim 
with bucket seats) 





Custom 
Trim Package 


Custom vinyl! pleated seat 
trim, custom door panels, 
carpeting, extra quiet 
insulation package, cargo 
area insulation, custom 
steering wheel, bright drip 
and wheel opening 
moldings. (Deleted if 
Levi’s trim is ordered). 





Interior Rallye “X” Package 


Appointment (Requires Front sway bar 

66 x9 
Package X package) ores wrapped sport 
Instrument panel parcel shelf Tachometer Black painted instrument 
Glove box lock Oil and ammeter gages cluster 
Glove box light Manual disc brakes 3 speed manual floor shift 


Cigarette lighter Power steering (Automatic trans. optional) 





AMC 


Decor Group 


(Available only with ‘‘X” 
or Levi’s custom trim) 


Wheel opening moldings 


Drip moldings and 
rocker panel moldings 


Visibility Group 
Remote control 

left outside mirror 

Visor vanity mirror 
Day/night inside mirror 
Inside hood release 
Intermittent electric wipers 
Dual horns 


Light Group 
Two courtesy lights 
Parking brake 
warning light 


Headlights-on warning 
buzzer 


Extra Quiet 
Insulation 
Package 


Full undercoating 
Hood insulation 


Cowl side panel 
insulation pads 


Rear wheel house 
absorption pads 


Asphaltic foam tape 
Cargo floor deadener 
Roof insulation 


Optional 
Groups 


Protection 
Group 


Stainless steel door 
edge guards 


Color keyed vinyl 
floor mats (front) 


Air Conditioning 
Package 

Air conditioning system 
Tinted glass 

Power steering 


Handling Package 
Heavy-duty springs 


Heavy-duty shock 
absorbers 


Front sway bar (6 cyl. only) 


Gremlin Options 





Wheel Covers (4) Hub Cap with Trim Rings (4) 














Custom Steering Wheel—also part of Custom Trim Pkg. 


Vi 
AMC 





Slot Style Wheels (4) available 
only in “‘X”’ Package 





Sports Steering Wheel—also 
part of ‘*X”’ Pkg. 








Electric Rear Window Defogger 


Gremlin Options 


Pn Tk ; h 
ca FART 


Auto. Transmission—Floor 
(Column shift also available) 


AM/FM/Multiplex Stereo radio 
(includes 4 speakers) 











A-11 





Gremlin Options Vi 
AMC 





A-12 





More Options 


Power Brakes 

Power Disc Brakes 

Tinted Glass 

Power Steering 

Twin-Grip Differential 
Bodyside Scuff Molding 
Stowage Litter Containers 


Base Gremlin Instrument Panel with AM Radio 











Gremlin “X’’ instrument panel with AM/FM/Stereo 
radio and air conditioning 


Inside hood release 
Rally Stripe 

Tailgate air deflector 
Roof luggage rack 


Moveable rear quarter 
vent windows 


Space saver spare tire 








AMC 


Standard and 
Ontional 


Equipment 



































Sales Code _ Item Gremlin 
Air Cleaner, cellulose-fiber for carburetor Std. 
ACP Air Conditioning package, see pg. A-9 for contents Opt. 
AC All-Season Air Conditioning System Opt. 
Alternator, 37-AMP (51-AMP w/air conditioning) Std. 
Armrest, front Std. 
Ashtray, front Std. 
Battery, 50-AMP ‘Clear Power’ Std. 
Belts—Lap and shoulder belt system with interlock Std. 
Brakes: 
Drum, dual system, self adjusting with warning light Std. 
MDB Manual front disc, rear drum Opt. 
Bumpers: 
Energy Absorbing ‘recoverable’, front Std. 
Bumper guards, Front Std. 
Bumper guards, rear Std. 
CC California Certification for emission Opt. 
Cigarette Lighter(part of Interior Appointment Package) Opt. 
Dome Light Std. 
DG Decor Group (see pg. A-9 for contents) Opt. 
Door light switches Std. 
Emission Contro| System Std. 
BH Engine Block Heater (600 watt) Opt. 
Engine Coolant Std. 
Engine: 
100 232 CID, six, 1-barrel Std. 
110 258 CID, six, 1-barrel Opt. 
150 304 CID, V-8, 2-barrel Opt. 
Exhaust System, single Std. 
Floor Covering: 
Passenger compartment—rubber floor mat Std. 
Cargo Mat (rubber) Std. 


Cargo Area Insulation & Carpeting (part of Custom Trim Pkg) 











Opt. 








Standard and Vi 
Optional —_ 


Equipment 









































Sales Code _ Item Gremlin 
Floor Mats—color keyed vinyl (part of Protection Group) | Opt. 
Fuel Filters Std. 
Fuel Tank—21 gallons Std. 
Glove Box Door | Std. 
Glove Box Lock (part of Interior Appointment Package) Opt. 
HP Handling Package (see pg. A-7 for contents) Opt. 
Hazard Warning Flasher Std. 
Headlight on warning buzzer (part of Light Group) Opt. 
Headlights, Hi-Intensity Std. 
Head Restraints, front seat Std. 
Heater and Defroster System Std. 
HB Heavy-Duty 70 AMP Battery Opt. 
HDC Heavy-Duty Engine Cooling System Opt. 
Hood Insulation (part of Extra Quiet Insulation Package) Opt. 
Horns: 
Single Std. 
Dual (part of Visibility Group) Opt. 
IHR | Inside Hood Release (part of Visibility Group and separate option) Opt. 
EQI Extra Quiet Insulation Package (See pg. A-9 for contents) Opt. 
IAP Interior Appointment Package (See pg. A-8 for contents) Opt. 
Liftgate 
LG Light Group (See pg. A-9 for contents) Opt. 
Lights: 
Auto Trans quadrant Std. 
Backup Std. 
Glove Box (part of Interior Appointment Package) Opt. 
Courtesy (part of Light Group) Opt. 
Master cylinder warning Std. 
Parking brake warning (part of Light Group) Opt. 
Side-Marker lights and reflectors Std. 
Lock—glove box (part of Interior Appointment Package) Opt. 
LGC Locking Gas Cap Opt. 
Luggage Rack Opt. 
Mirror: 
Inside, rear view Std. 
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V 2 Standard and 
ine Optional 
Equipment 



































Sales Code _ Item Gremlin 
Inside, day/night (part of Visibility Group) Opt. 
Outside, left manual Std. 
Outside, left remote control (part of Visibility Group) Opt. 
Visor Vanity (part of Visibility Group) Opt. 
Moldings: 
SMG Body side scuff molding Opt. 
Drip (part of Custom Trim Package on Decor Group) Opt. 
Rocker panel (part of Decor Group) Opt. 
Door Edge guards (part of Protection Group) Opt. 
Windshield and liftgate garnish Std. 


Wheel Openings—front and rear (part of Decor Group) Opt. 








Oil Filter, full-flow 














Package Tray, instrument panel (part of Interior Appointment Package) 
Power Assists: 

PB Power brakes (drum) 
DB Power disc brakes 














PS Power steering 
PG Protection Group (See pg. A-9 for contents) 
RP Radio—AM push-button 
RFM AM/FM/Stereo Multiplex push-button 
Rallye ‘‘X”’ package (See pg. A-8 for contents) 
RS Rear speaker (AM radio only) 


Rear window defogger (electric) 





Stripes: 
Paint accent 
Rally 
“X”’ (part of ‘‘X’’ package) 
Seats: 
Bench vinyl 
Bench—pleated vinyl (part of Custom Trim Pkg.) 
Bucket—pleated vinyl (part of Custom Trim Pkg.) 
“Levi’s” cloth bucket (part of Levi’s Trim Option) 
Seat Cushions, foam, front 


Opt. 


© a: TN 


Standard and 
Optional 
Equipment 
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Sales Code _ Item Gremlin 
ASW Steering Wheel—Adjust-O-Tilt (automatic trans. only) Opt. 
Steering Wheels: 
Base Std. 
CR Custom (part of Custom Trim Package) Opt. 
SSS Sports (part of “*X’’ package) Opt. 
Spare Tire Cover Std. 
Soil Space-Saver Spare Tire (part of ‘‘X’’ Package and separate option) Opt. 
SLC Stowage/Litter Container Opt. 
Shock Absorbers—heavy-duty (part of Handling Package) Opt. 
Sway Bar, front (V-8) Std. 
6-cylinder (part of Handling Package) Opt. 
Sun Visors Std. 
TAD | Tailgate Air Deflector | Opt. 
ne Tinted Glass (all windows) Opt. 
TW Tinted Windshield (only) Opt. 
Transmission: 
E 3-speed manual, floor shift Std. 
A Torque-Command, column shift Opt. 
C Torque-Comman4d, floor shift Opt. 
TGD Twin-Grip Differential Opt. 
Undercoating — (part of Extra Quiet Insulation Package) Opt. 
RQW | Vent Windows (flipper), rear quarter Opt. 
VG Visibility Group (see pg. A-9 for contents) 
Weather Eye Heating System 
Wheel Trim: 
TRC Hub caps with trim ring 
Hub caps 
WD Wheel covers 
MAG Spoke-style wheels 
Windshield Washers 
Windshield Wipers: 
2-speed electric 
DW Deluxe intermittent electric 
GX Gremlin ‘X”’ Package (see pg. A-8 for contents) 
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Exterior 


Upgraded front and rear 
bumper systems to meet 
5 mph Federal impact 
requirements. 


Front and rear reinforced 
rubber bumper guards 
standard. 


Recoverable rear bumper 
option cancelled. 


Bright molding replaces 
applique on lower back 
panel. 


License plate relocated to 
lower back panel and 
covers fuel filler. 


New woodgrain for 
Sportabout. 


New nameplates. 


New For 
1974. 


Interior 


Three point lap and 
shoulder belt system 
coupled with starter 
interlock system. 


AM/FM/Stereo multiplex 
radio with 4 speakers 
now available. 


AM/FM radio option 
cancelled. 


AM radio has new, 
improved speaker. 


Individual reclining front 
seats now available on 
Hatchback. 


Seat trim is new. 


Headlining and sun visors 
are color-keyed to interior. 


Seat back release relocated 
to bottom of back on split 
bench and bucket seats. 


Mechanical 


Extra quiet insulation 
package significantly 
reduces noise levels. 


Rallye pack option 
available with “‘X’’ package 
on Hatchback. 


Steel belted radial ply tires 
are new option. 


V8 valve seats are 
induction hardened—now 
all engines can use regular, 
low. and no lead fuel. 


Three belt engine 
accessory drive system 
used on all V8’s. 


Stainless steel fixed length 
antenna improves FM 
reception. 
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Model 


Comparison 


A 





AMC 


Standard Exterior Ornamentation 


Hornet 2- and 4-Door Sedan 


“Hornet” on front fenders 
and rear panel 


AMC emblem on rear panel 
Hornet emblem on hood 


Bright bodyside molding 
with black fill 


Partial wheel lip 
moldings—bright with 
black fill 

Upper body paint stripe 
Bright rear panel molding 


Bright windshield and 
backlight moldings 


Bright drip molding 


Front and rear rubber 
bumper guards 





Hornet 4-Door Sportabout 





Hornet 2-Door Hatchback 


“Hornet” on front fenders 
and rear panel 


AMC emblem on 
rear panel 


Hornet emblem on hood 


Bright bodyside molding 
with black fill 


Partial bright wheel lip 
moldings with black fill 


Upper body paint stripe 
Bright rear panel molding 


Bright windshield and 
backlight molding 


Bright drip molding 


Front and rear rubber 
bumper guards 


“Hornet” on front fenders 
and rear panel 


AMC emblem on rear panel 
Hornet emblem on hood 
Bright narrow rocker molding 
Bright wheel lip moldings 
Upper body paint stripe 


Bright windshield and 
backlight moldings 


Bright drip molding 
Bright rear panel molding 


Front and rear rubber 
bumper guards 





A Optional 
i ee Striping 





Hatchback 
with optional 
“X” package stripe. 


Sportabout 

with optional 

“X” package stripe 
(moldings shown 
are standard). 





Sportabout 

with optional 
woodgrain 
(Woodgrain back 
panel included with 
D/L package.) 
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1974 Hornet 
Engine/Transmission/Axle ( 
and Dimensions 


1974 Hornet Engine-Transmission Combinations 
First figure in box is standard axle ratio; others, optional ratios. 



































Engine Six V-8 
232-1B 258-1B 1 304-2B 360-2B 
Transmission Std. Opt. Opt. Opt. 
3-Speed Manual, Full 23 
Synchromesh Column Shift, 3.08 
Standard | 
3-Speed Manual Full 2.73 273 3.54 
Synchromesh, Floor Shift, 3.08 3.08 
Optional* 
Torque-Command 2.73 273 3.15 Stato 
Automatic Column Shift, 3.08 3.08 3.54"* 
Optional 
Torque-Command 2.73 2.73 3.15 3.15 
Automatic Floor-Shift, 3.08 3.08 3.54 
Optional* | 
“Available only on Hornet Hatchback **except 2-door sedan which uses 2.87 std. 3.15 opt. C 
1974 Hornet Dimensions 
2- & 4-Door 4-Door 2-Door 
Exterior Sedans “Sportabout” ‘Hatchback”’ 
Wheelbase 108.0” 108.0” 108.0” 
Length 187.0” 187.0” 187.0% 
Width 710° Fan Che Flesh 
Height 52:2" 526" 52.7" 
Overhang, Front 38.1” 38.1” S6.1” 
Rear 40.9” 40.9” 40.9” 
Tread, Front 56.4” 56.4” 56.4” 
Rear Sf. Siar ce be 
Tire Size, 6-Cyl., Std. 6.95 x 14” 6.95 x 14” 6.95 x 14” 
V-8, Std. 6.95 x 14” 6.95 x 14” 6.95 x 14” 
___ Interior ‘a : 7 ; 7 
Head Room, Front 381° 38.1” 38.1” 
Rear 37.0" 37.4” 36.7” 
Leg Room, Front 42.1” 42.1” 42.1” 
Rear 35,5” 35.5” 31.6” 
Shoulder Room, Front 54.9” 54.9” 54.9” 
Rear 53.3" 53.3” 53.3" 
Hiproom, Front 54.9” 54.9” 54.9” 
Rear 54.4” 54.4” 54.4” 
Trunk Luggage Vol., Cu. Ft. 11.1(1) 60.8” 9.5(2) 
Cargo Length at Floor, Front Seat = 74.6” 74.6” 





(1) Plus 2 cu. ft. with opt. '“Space-Saver"’ Spare 
(2) Seat down—23.0 cu. ft. 





Hornet Seat & Trim Availability 


COLORS 
“T” CODES 





1974 ‘“‘Hornet”’ 


—Optional 
— Optional 
Optional 
Standard 


— Optional 


Nn’ —Optional 
Nassau’ —Standard 


Fairway 


Seat & Trim Availability 
MODEL FRONT SEAT TYPES 


Bench Seat, Split Back—Standard 
Individual Reclining Seats—Optional 
Bench Seat, Full Back—Standard 
Individual Reclining Seats—Optional 
Bench Seat, Full Back—Standard 
Individual Reclining Seats—Optional 
Bench Seat, Split Back—Standard 
Individual Reclining Seats—Optional 
Bucket Seats—Optional 


M COLOR 
EXTERIOR COLORS RENE Pate 
[wack onwnTe [UE —=Ss«?SCGREEN [ack Red] CINNAMON | 
Vinyl Roof =" BK WH BL GR BK WH BL BK WH GR BK WH BK WH 
BLK BLK 
a | Snow White Rally "'X"" Stripe 
¢ Vinyl Roof 
El Diamond Blue Met. ey oe Sic 
: Vinyl Roof 
Maxi Blue Rally "'X"' Stripe 
Vinyl Roof 
Dark Blue Met. Rally “Stripe 
Vinyl Roof 
Gl Silver Green Met. eee 
Rally 'X"' Stripe 


Vinyl Roof 


Venetian’ —Optional 


Venetian 
Fabric “Domino'’ —Optional 


Vinyl “Tru-Knit’ —Op 
Fabric “Levi's —Optional 
Vinyl “Tru-Knit —Optional 
Vinyl Fairway’ —Optional 
Fabric “Nassau" —Standard 
Vinyl “Tru-Knit" —Optional 
Vinyl ‘Fairway’ —Optional 


Vinyl “Fairway 
Vinyl “Fairway 





Custom Fabric 
Vinyl “Fairway” 


Custom Fabric 


2 Dr. Sed. 


4 Dr. Sed. 
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BLK WHT WHT GOL 
GOL GOL GOL 
WHT 


Vinyl Roof BK WH GR BU BK WH GR_~ BU BK WH GR BU 
Rally “X" Stripe | SOL WHT GOL GOL GOL WHT GOL GOL GOL WHT GOL GOL 
y SEIDE | WHT GOL WHT WHT GOL WHT GOL WHT 


Vinyl Roof BK WH GR BU 


BLK WHT WHT BRN 
ORN ORN 

















Medium Green Met. 


Dark Green Met. 


fe6 | Fomoece 
Golden Tan Met. 


| Copper Met. 


Trans-AM Red 


Plum Met. 

















Rally "'*X"’ Stripe WHT GOL WHT 







































Rally '*X"' Stripe 









Vinyl Roof 









Rally ''X"* Stripe 


Vinyl! Roof 













Rally ''X"' Stripe 











Vinyl Roof 








Rally ''*X"' Stripe 


Vinyl Roof 















Rally "'X"' Stripe 


Vinyl Roof 








Rally "'X"' Stripe 


Classic Black 
(Extra Cost Option) - 









Vinyl Roof 





Pl 








Rally “'X"’ Stripe 


NOTE: *Available with Levi's trim only 
Two-tone paint: Snow White Al roof available with all exterior colors on 2- and 4-door sedans and hatchback B-5 
Paint stripe usage: Gold with F7, G2, G3, D7,G4, F9 & Pl; Black with all others 
Vinyl bodyside scuff molding usage: Blue with El & F7 exteriors Brown with E-6, F8 & F9 exteriors 
Green with Gl, G2 & G3 exteriors Black with Al, F2, £9, D1, G4, G6. & Pl exteriors 


Standard “Nassau” Fabric 
with Grained-Viny! Bolsters (Not Avail. on Sportabout) 


“k 









11-A, E or J 13-A, Eor J 


BLACK BLUE CINNAMON 


Optional “Tru-Knit” Knit Vinyl 


with Grained-Vinyl Bolsters (Std. on Sportabout) 
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orL 18-L 


Sig 
GREEN CINNAMON/ BUFF WHITE 
(Individual Seats Only) 


Optional “Venetian” Custom Fabric 
with Grained-Vinyl Bolsters (Individual Seats Only) 


11-B, Fork 13-B, ForL 14-B, ForL 16-B 
BLACK BLUE 
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B-6 13-K 14-K 16-K 
BLUE GREEN CINNAMON 











Standard 
Cloth Bench Seat 
2-Door (E) 


Standard 
Cloth Bench Seat 
4-Door (A) 


NOTE: Nassau Fabric Individual Reclining Seats (not shown) also available in 2- & 4-door sedans (J) 








Optional Optional 
Vinyl Bench Seat 4-Door (B) Vinyl! Individual Reclining 
(2-door not shown) Seat (L) 


Standard on Sportabout (not available on Hatchback) 





Optional 
Custom Cloth Individual 
Reclining Seat (K) 
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Hornet 


Optional 
Fabric Bucket Seat (P) 
(Hatchback only) 








Optional 
Pleated Vinyl 
Bucket Seat (Q) 
(Hatchback only) 





Optional 

Levi's Fabric 
Bucket Seat (R) 
(Hatchback only) 





Optional “Domino” Fabric 
with Fabric Bolsters (Hatchback Bucket Only) 






— 





11-P 13-P 


16-P 
BLACK BLUE 


CINNAMON/ BUFF 








Optional “Fairway” Vinyl 


(Hatchback Bucket Only) 
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Optional Levi’s Denim Fabric 
with Grained-Vinyl Bolsters (Hatchback Bucket Only) 
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Optional 


Packages 


D/L (Sportabout) 


Includes “‘color keyed” 
woodgrain side and rear 
panels, roof rack with 

integral rear air deflector, 
extra quiet insulation package, 
Custom wheel covers, D/L 
emblem and individual 
reclining seats in “Scorpio” 
fabric (vinyl trim may 

be substituted) 


Levi’s® Custom 
Trim Package 


Includes blue denim bucket 
seat and door trim, stowage 
litter container in blue 
denim, extra quiet insulation 
package and front fender 
Levi’s decals. 


“X” Package 
(Sportabout) 


Sports steering wheel, rally 
stripe, slot style wheels, extra 
quiet insulation package and 
X emblem (requires D78 x 

14 tires or larger) 


“X” Package 
(Hatchback) 


Includes vinyl bucket seats, 
hidden rear compartment 
with space saver spare, 
sports steering wheel, rally 
stripe, slot style wheels, extra 
quiet insulation package 

and X emblem (requires 

D70 x 14 tires or larger) 


Rallye “X”’ Package 
(only with Hatchback X) 


Tachometer, oil and amp 

gages, manual disc brakes, 
power steering, front sway 

bar (6 cyl), 3 speed manual 
floor shift, (A/T optional), 

black instrument cluster, leather 
wrapped sports steering wheel. 
































ee 





Visibility Group 

Remote control 

Left outside mirror 

Visor vanity mirror 

Day/Night inside mirror 

Inside hood release 
Intermittent electric wipers 
Electric clock (N.A. with rallye) 
Dual horns 


Light Group 


Trunk or Cargo Light 

Two courtesy lights 

Glove box light 

Parking Brake 

warning light 
Headlamp-on warning 
buzzer 

Rear door switches (4 drs.) 


Liftgate switch for dome 
lamp (Hatchback and 
Sportabout only) 


Protection 
Group 

Stainless steel door 
edge guards 


Color Keyed vinyl 
floor mats front and rear 


Air Conditioning 
Package 

Air Conditioning System 
Tinted Glass 

Power Steering 





Optional 
Groups 


Handling Package 


Heavy-Duty springs 
Heavy-Duty shock 
absorbers 


Front Sway bar (6 cyl only) 


Trailer Towing 
Package No. 1 


Car to trailer wiring 
harness kit 


Heavy-duty engine cooling 
Handling package 


Decor Group 
(Hatchback only) 


Side belt moldings 
Wide rocker panel moldings 


Extra Quiet Insulation 
Package 


Full undercoating 
Hood insulation 
Cowl side panel insulation 


Rear wheel house 
absorption pads 


Asphaltic foam tape 
Cargo floor deadener 
Roof insulation 


Hornet Options 





Spoke Style Wheels (4) 
includes space saver spare 


Slot Style Wheels (4) 
available only in ‘'X”’ package 





Sports Steering Wheel— 
also part of ''X”’ package 
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Hidden Compartment (Hatchback only) includes 
and rear area carpeting (part of ‘‘X"’ package) 





a TS, 


AM-FM Stereo Multiplex Push Button Radio (includes 4 speakers) 






F* 
Sspace-saver spare 


») 





Rear Window Defogger—electric 
(Sportabout and Hatchback only) 


More Options 


Automatic 
Transmission 


Power Steering 
Power Drum Brakes 
Power Disc Brakes 
Manual Disc Brakes 


Flipper Quarter 
Window—two door 
Sedan only 


Woodgrain Side 


Panels (Sportabout ; 


only) 


Adjust-O-Tilt Steering Wheel 
available only with 
automatic transmission 


Tinted Glass 

Heavy Duty Cooling 
Heavy Duty Battery 
Twin Grip Differential 
Inside Hood Release 
Deluxe Wipers 


Space Saver Spare 
Tire (std. on 
Sportabout) 





Stowage/ Litter Container— 
on both front doors. 











Deluxe Instrument Panel with Sports Steering Wheel, 
AM-FM radio, Air Conditioning and Visibility Group. 
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Standard and 
Optional 
Equipment 





































































Sales Code __—iiItem Sedans Sportabout Hatchback 
Air Cleaner, Cellulose-fiber for carburetor Std. Std. | sid. 
ACP Air Conditioning package (see pg.B-11for contents)! Opt. Opt. Opt. 
AC All-Season Air Conditioning System Opt. Opt. Opt. 
Alternator, 37-Amp (51-Amp w/Air Conditioning) Std. Std. Std. 
Armrest 
Front Std. Std. Std. 
Rear Std. Std. N.A. 
Ash Tray 
Front Std. Std. Std. 
Rear | Std. 4. Std. ro Std. 
Battery 
(50 Amp hr., 60 Amp with 360 CID) Std. Std. Std. 
Belts with Starter Interlock System Std. Std. Std. 
Brakes 
Drum, dual system, self adjusting Std. Std. Std. 
MDB Manual front disc, rear drum Opt Opt. Opt. 
Bumpers 
Energy Absorbing ‘‘recoverable’’—Front Std. Std. Std. 
EAB Front-Rear Bumper Guards Std. Std. Std. 
CC | California Certification for emission Opt. Opt. Opt. 
Cigarette Lighter Std. Std. Std. 
Clock, Electric (part of Visibility Group) Opt. Opt. Opt. 
Coat Hooks, two Std. Std. Std. 
Color, two tone Opt. N.A. Opt. 
DL D/L Package (see pg. B-10 for contents) N.A. Opt. N.A. 
RWD Defogger, rear window Opt. Opt. 
Dome Light (with front door switches) Std. Std. 
DG Decor Group (see pg. B-11 for contents) N.A. Opt. 
Emission Control System Std. 
BH Engine Block Heater (600 watt) Opt. Opt. Opt. 
Engine Coolant Std. 
Engine 
100 232 CID, six, 1-barrel Std. 
110 258 CID, six, 1-barrel Opt. 
150 304 CID, V-8, 2-barrel Opt. 
245 360 CID, V-8, 2-barrel Opt. 






Exhaust System, single 








Std. 





Standard and V le 
Optional AMC 
Equipment 





















































Sales Code _ Item Sedans Sportabout Hatchback 
Floor Covering 
Passenger compartment—color keyed carpet | Std. Std. Std. 
Trunk compartment—mat Std. N.A. N.A. 
Rear cargo area—color keyed carpet N.A. Std. Std. 
Floor Mats, color keyed vinyl (part of protection 
group) Opt. Opt. Opt. 
Fuel Filters Std. Std. Std. 
Fuel Tank, 16 gallons Std. Std. Std. 
HP Handling Package (see pg. B-11 for contents) at Opt. Opt. 
Hazard Warning Flasher Std. Std. Std. 
Headlights on warning buzzer, (part of Light Group) Opt. Opt. Opt. 
Headlights, Hi-Intensity Std. Std. Std. 
Head Restraint, front seat Std. Std. Std. 
Heater and Defroster System Std. Std. Std. 
HB Heavy-Duty 70-Amp Battery Opt. Opt. Opt. 
HDC Heavy-Duty Engine Cooling System Opt. Opt. Opt. 
HCH Hidden Rear Compartment N.A. N.A. Opt. 
Horns 
Single Std. Std. Std. 
Dual (part of visibility group) Opt. Opt. Opt. 
om! = 
IHR Inside Hood Release (pt. of Vis. Group and sep. opt.) Opt. Opt. 
EQI Extra Quiet Insulation Package 
(see pg. B-11 for contents) Opt. Opt. 
Liftgate N.A. Std. 
Lights 
Backup Std. Std. 
Glove box (part of Light Group) Opt. Opt. 
Courtesy (part of Light Group) Opt. Opt. 
Master cylinder warning Std. Std. 
Parking brake warning (part of Light Group) Opt. Opt. 
Side-Marker lights and reflectors Std. Std. 
Trunk compartment (part of Light Group) Opt. N.A. 
Liftgage switch for Dome Light 
(part of Light Group) N.A. Opt. 
Light-on warning buzzer (part of Light Group) Opt. Opt. 
LG Light Group (See pg. B-11 for contents) Opt. Opt. 
Auto. Trans. quadrant (Il/auto. trans. only) Opt. Opt. 
Lock 
Cargo compartment N.A. 
Glove box 
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Standard and 
Optional 
Equipment 










































































Sales Code Item Sedans Sportabout Hatchback 
ja aig 
Mirrors | 
Inside, rear view Std. Std. Std. 
Inside, day/night (part of Visibility Group) Opt. Opt. Opt. 
Outside, left, manual Std. Std. Std. 
Outside, left, remote control (part of 
Visibility Group) Opt. Opt. Opt. 
Visor Vanity (part of Visibility Group) Opt. Opt. Opt. 
Moldings 
Belt—with vinyl roof or two-tone paint Opt. Opt. Opt. 
Bodyside Std. Std. N.A. 
Drip Std. Std. Std. 
Door edge guards (part of Protection Group) Opt. Opt. Opt. 
Partial wheel lip Std. Std. Std. (Full) 
Rear applique Std. Std. Std. 
Rocker Panel N.A. N.A. Std. 
Windshield and backlight garnish Std. Std. Std. 
ae + + 
Oil Filter, Full-Flow Std. Std. Std. 
+ 
Package Tray, instrument panel Std. Std. Std. 
Power Assists 
PB Power brakes (drum) Opt. Opt. Opt. 
DB Power disc brakes Opt Opt. Opt. 
PS Power steering Opt. Opt. Opt. 
PG Protection Group (see pg. B-11 for contents) Opt. Opt. Opt. 
RS Rear speaker (with AM radio only) 
Radio 
RP AM Push-Button Opt. Opt. Opt. 
RFM AM-FM Stereo Multiplex Push-Button Opt. Opt. 
Rally Stripe (part of ‘‘X”” package) Opt. Opt. 
RRP Rally package (see pg. B-10 for contents) N.A. Opt. 
SMG Scuff Molding N.A. Opt. 
Seats 
N/E Bench—fabric N.A. Std. 
B/F Bench—viny| Std. Opt. 
J Individual reclining—fabric.- N.A. N.A. 
E Individual reclining—viny| Opt. N.A. 
K Individual reclining—custom fabric Opt. Opt. 
R Bucket—Levi’s denim fabric Opt. 
Q Bucket—viny| Opt. 
i Bucket—fabric ‘“‘Domino”’ Opt. 






Seat Cushions, foam front 


Standard and A. 
Optional 
Equipment 
























































Sales Code _ Item Sedans Sportabout Hatchback 
ASW Steering Wheel, Adjust-O-Tilt (auto. trans. only) Opt. Opt. Opt. 
Steering. Wheel 
Custom Std. Std. Std. 
SSW Sports (Separate Option and 
part of ‘‘X”’ Package) Opt. Opt. Opt. 
Spare Tire Cover N.A. Std. Std. 
SST Space-Saver Spare Tire N.A. Std. Opt. 
SLC Stowage/Litter Container Opt. Opt. Opt. 
Shock Absorbers, heavy duty (part of 
Handling Package) Opt. Opt. Opt. 
Sway Bar, front (V-8) Sid. Std. Std. 
6 cylinder (part of handling package) Opt. Opt. Opt. 
Sun Visors Std. Std. Std. 
TG Tinted Glass (all windows) Opt. Opt. Opt. 
TW Tinted Windshield (only) Opt. Opt. Opt. 
TP Trailer Towing Package, no. 1 (see pg. B-11 for 
contents) Opt. Opt. Opt. 
Transmission 
S 3-speed manual, column shift Std. Std. Std. 
E 3-speed manual, floor shift N.A. N.A. Opt. 
A Torque-Command, column shift Opt. Opt. Opt. 
C Torque-Command, floor shift N.A. N.A. Opt. 
TGD Twin-Grip Differential Opt. Opt. Opt. 
Two tone paint Opt. N.A. Opt. 
ee cage 4 
UN Undercoating (part of Extra Quiet : Std. Std. 
Insulation Package) 
RQW Vent Windows, (flipper) rear quarter (2 dr. only) Std. 
Vinyl Roof Opt. 
VG Visibility Group (see pg. B-11 for contents) Opt. 
Weather-Eye Heating System Std. 
Wheel Trim 
Hub caps Std. 
WD Wheel covers Opt. 
CWD Custom wheel covers Opt. 
SSW Spoke-style wheels Opt. 
Windshield Wipers 
2-speed electric Std. 
DW Deluxe intermittent electric (part of Vis. Group) Opt. 
Windshield Washers, electric Std. 
WO Woodgrain (part of D/L pkg. and separate option) N.A. 
HX Hatchback ‘'X” package Opt. 
SX Sportabout 'X’’ package N.A. 
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Exterior 


Upgraded front and rear 
bumper systems to meet 
5 mph Federal impact 
requirements. 


New optional heavy duty 
bumper system (required in 
California, Georgia, Mary- 
land and North Carolina). 
New vinyl roof material in 
three shades—black, white 
& buff. 


New option of hub cap and 
trim rings replace custom 
wheel cover option. 


Front spoiler option 
cancelled on AMX. 


Nine new exterior colors 
(14 total). 


Interior 


New three point lap and 
shoulder belt system with 
starter interlock system. 


Bucket seats modified for 
improved comfort with 
more padding. 

Cardin trim dropped. 
Center cushion with arm 
rest option dropped. 





New For 


1974 


Mechanical 


Manual disc brakes 
standard (disc front/drum 
rear). 


Power drum brakes not 
available. 


New variable instrument 
panel lighting. 


Steel belted radial ply tires 
are new option. 


Cowl air induction system 
cancelled as part of ‘‘Go” 
Package. 


F70 x 14 RWL tires standard 
on AMX. 


Stereo tape and AM radio 
speakers upgraded for 
improved sound. 


Exhaust valve seats on V8 
engines induction hardened 
for longer life. Now all 
engines can use regular, 
low and no lead fuel. 


New body, engine and 
panel wiring harnesses. 


Stainless steel fixed length 
antenna improves FM 
reception. 


Model 


Comparison 


vi 


AMC 


Standard Exterior Ornamentation 





Javelin 2-Door Hardtop 





“Javelin” on hood, ‘‘C”’ 
pillar and deck lid 


Bulls eye ornament on 
roof side and lower 
back panel 


AMC emblem on deck lid 
Bright wheel lip moldings 
Bright rocker panel molding 


Bright grille surround 
molding 

Bright deck lid and 
quarter panel moldings 
Bright windshield and 
backlight moldings 
Bright drip moldings 
Bright door and quarter 
belt moldings 

Full length bodyside 
paint stripe 


Front and rear rubber 
bumper guards 





AMX 2-Door Hardtop 





“Javelin” on hood 


“AMX” on grille screen, 
“C" pillar and rear spoiler 


Bulls eye ornament on 
lower back panel 


Slot steel wheels 
Rear deck spoiler 


AMC emblem on rear 
spoiler 


Bright wheel lip moldings 


Bright rocker panel 
moldings 


Bright grille surround 
molding & grille screen 


Bright windshield and 
backlight moldings 


Bright drip moldings 


Bright door and quarter 
belt moldings 

Full length bodyside 
paint stripe 


Front and rear rubber 
bumper guards 


ee 


A Optional 
— Striping 


Standard 

pin stripe 
(optional 

scuff molding 
occupies 
same position) 
and optional 
vinyl roof. 


























Optional hood “‘T”’ stripe (AMX only). 





Optional 
rally side 
stripe. 
(Javelin only) 








1974 Javelin Vil 


Engine/Transmission/Axle AMC 
and Dimensions | 


1974 Javelin Engine-Transmission Combinations 
First figure in box is standard axle ratio; others, optional ratios. 



























Engine Six V-8 

232-1B 258-1B | 304-2B* | 360-2B | 360-4B | 401-4B 
Transmission Std. Opt. Opt. Opt. Opt. Opt. 
3-Speed Manual Full 3.08 3.54 
Synchromesh, Floor Shift, 
Standard 
Torque-Command, 3.08 3.08 3.15 3:15 Bi15: 
Automatic Column 3.54 3.54 
Shift, Optional 
Torque-Command 3.15 3.15 3.15 os6 
Automatic, Floor 3.54 3.54 3.54 
Shift, Optional 
4-Speed Manual Full 3.54 3.54 
Synchromesh, Floor Shift 
Optional! 








*Std.on AMX 'N.A. in California 


1974 Javelin Dimensions 

















2-Door 
Exterior Hardtop 
Wheelbase 410.0” 
Length 195.2” 
Width 75.4” 
Height Sie” 
Overhang, Front 43.7” 
Rear 27,5" 
Tread, Front 58.5” (AMX 59.0”) 
Rear 60.0” 
Tire size, 6-Cyl., Std. D78 x 14” 
V-8, Std. D78 x 14” 
(F70 x 14” AMX) 
Interior 
Head Room, Front 37.5. 
Rear 35.5” 
Leg Room, Front 42.4” 
Rear 31.0” 
Shoulder Room, Front 54:7" 
Rear 52.9" 
Hiproom, Front Sia 
Rear S6Ar 
Trunk Luggage Vol., cu. ft. 10.5(1) 


(1) Plus 2 cu. ft. with opt. “Space-Saver’ Spare 
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Javelin 
Seat & Trim Availability 
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1974 Javelin Vinyl Roof and Stripe Availability 
EXTERIOR COLORS 


pa S ow W ite 


Powcxonwarre [sve [creer [ann 
Diamond Blue Met. 


F 
F 

















Vinyl Roof 





Rally or 
“T" Stripe 









Vinyl Roof 








Rally or 
“T" Stripe 







Vinyl Roof 





Rally or 
‘T’ Stripe 






Dark Blue Met. 
G2 
G3 
F8 
D7 







Vinyl Roof 








Rally or 
“T"' Stripe 




















Vinyl Roof 


Rally or 
Lett (gu Stripe 

























Silver Green Met. BLK WHT 


WHT BLK 














Vinyl Roof 







Medium Green Met. 


Dark Green Met 


Golden Tan Met 


Rally or 
‘T’ Stripe 












WHT BLK 
BK WH BU 


GOL WHT GOL. 
WHT GOL 












Vinyl Roof 










Rally or 
“T" Stripe 





Vinyl Roof 








Rally or 
“T" Stripe 









Vinyl Roof 








Rally or 
“T" Stripe 













Vinyl Roof 













Rally or 


BLK WHT BRN 
“T" Stripe 


GOL GOL GOL 






Vinyl Roof 




















Rally or 
"“T" Stripe 


Vinyl Roof 


IBLK WHT BRN 
BLK* 


BK WH BU 
BLK WHT GOL 
GOL GOL 


> [moe 
bed 


Classic Black | 





Rally or 
“T" Stripe 








Vinyl Roof 







BK WH BU 













BLK WHT GOL 


Rallyor GOL GOL BLK 


“T" Stripe 


ye | Copper Met 







Vinyl Roof 








Rally or 
“T"' Stripe 















Vinyl Roof 







WH 


GOL GOL 
WHT WHT 


















Rally or 
“T' Stripe 


i GOL 
(Extra Cost Option) WHT 
*Available on AMX only 


Paint stripe usage: Black with Al, El, F2, Gl, 6, F8, E9 & G6; Gold with all others— N.A. with optional rally stripe or vinyl bodyside scuff molding 
All bodyside scuff moldings have black vinyl inserts 


WHT 
GOL 















NOTE: 


C-5 





Standard “Tru-Knit” Knit Vinyl 


with Grained-Vinyl Bolsters 
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26-Q 28-Q 
CINNAMON/ BUFF WHITE 









Optional “Domino” Fabric 


with Fabric Bolsters 


ry a ae 


23-P 
BLUE 


26-P 
CINNAMON 
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Javelin 


Standard 
Vinyl Bucket Seat (Q) 
(shown with AMX door) 








Optional 
Fabric Bucket Seat (P) 


(shown with Javelin door) 





C-7 


Optional 
Packages 





C-8 


“GO” Package 
(360 or 401 engine) 


360-4B or 401-4B 
V-8 engine 


Hood T stripe decal 

Black rear panel area 
Rally-Pac instruments 
Handling package 
Heavy-duty engine cooling 
Twin grip differential 
Power disc brakes 


E60x15 polyglas tires 
with raised white letters 
or FR78x14 steel belted 
radial tires with raised 
white letters 


Slot steel wheels (15’x7”) 


Space saver spare tire 
with regular wheel 





AMC 


Visibility Group 
Remote control 

left outside mirror 
Visor vanity mirror 
Inside hood release 
Electric clock 


Light Group 
Trunk light 

Two courtesy lights 
Map light 

Glove box light 


Parking brake 
warning light 


Headlamp on 
warning buzzer 


Insulation 
Group 


Undercoating 
Hood insulation 


Heavy-Duty Bumper 
System 


(mandatory in Calif., 
Georgia, Maryland 
and N. Carolina) 


Ontional 
Groups 


Protection 
Group 


Stainless steel 
door edge guards 


Color keyed vinyl 
floor mats 


Handling 
Package 
Heavy-duty springs 


Heavy-duty shock 
absorbers 


Front sway bar (6 cyl. only) 


Rally-Pac 
Instruments— 

V-8 only 

Amp and oil gauges 
Combination tachometer 


- and clock 


140 MPH speedometer 


Heavy-Duty 
Engine Cooling 
Heavy-duty radiator 
Power flex fan 

Fan shroud 





Javelin Options 4 


Spoke-Style Wheels (4) 
includes Space Saver Spare 





Sport Steering Wheel, 
std. on AMX 





AMC 





Hub Cap with Trim Ring (4) Slot-Style Wheels— 
std. on AMX 





~ 


4-Speed Floor Shift Manual Transmission 





Javelin Options 








Instrument Panel with Custom Steering Console with automatic 
Wheel (std.) and optional AM/FM MPxX radio transmission 


C-11 


Javelin Options Vi 
AMC 





Full length rally stripe, vinyl roof and luggage rack 


More Options 


Tinted Glass Power Steering Twin Grip Differential 


Full length bodyside scuff molding 

Automatic transmission Heavy duty battery Engine block heater AM Radio 

Air conditioning Inside Hood Release 
Dual exhaust 


Power Disc Brakes Rear speaker (AM radio only) 


Vi 


AMC 


Sales Code 


Item 


Standard and 
Optional 
Equipment 






































Javelin AMX 
Air Cleaner, Cellulose-fiber for carburetor Std. Std. 
AC All-Season Air Conditioning System Opt. Opt. 
Alternator, 37-AMP (51 AMP w/air conditioning) Std. Std. 
Armrests, front door Std. Std. 
Ashtray, front and rear Std. Std. 
Battery, 50-AMP (60-AMP w/360-401 CID, V-8) Std. Std. 
Belts—with Starter Interlock System Std. Std. 
MDB Brakes— Manual front disc, rear drum Std. Std. 
Bumper Guards front and rear Std. Std. 
CC California Certification for emission Opt. Opt. 
Cigarette Lighter Std. Std. 
Clock, electric (part of Visibility Group) Opt. Opt. 
Coat Hooks, Two Std. Std. 
CON Console only (w/3 or 4-speed manual floor shift) Opt. Opt. 
Cc Console with Automatic Transmission Opt. Opt. 
Defogger—rear window— blower type Opt. Opt. 
Dome light with door switches Std. Std. 
Emission Control System Std. Std. 
BH Engine Block Heater (600 Watt) Opt. Opt. 
Engine Coolant Std. Std. 

Engine: 
100 232 CID, six, 1-barrel Std. N.A. 
110 258 CID, six, 1-barrel Opt. N.A. 
150 304 CID, V-8, 2-barrel Opt. Std. 
175 360 CID, V-8, 2-barrel Opt. Opt. 
195 360 CID, V-8, 4-barrel (includes dual exhaust) Opt. Opt. 
255 401 CID, V-8, 4-barrel (includes dual exhaust) Opt. Opt. 
Exhaust system, single Std. Std. 
dual (std. on 360-4 B. and 401) Opt. Opt. 














Standard and 
Optional 
Equipment 


Sales Code _ Item 








Floor Covering: 
Passenger compartment (color keyed carpet) 
Trunk compartment mat (rubber) 


Fuel Filters 
Fuel Tank—16 gallons 





Floor Mats—color keyed vinyl (part of Protection Group) 


Javelin 





Glove Box Lock 





HP 


Handling Package (see pg. C-9 for contents) 
Hazard Warning Flasher 

Headlights on warning buzzer (part of Light Group) 
Headlights, Hi-Intensity 

Heater and Defroster System 
Heavy-Duty 70 AMP Battery 

Heavy-Duty Engine Cooling System 
Hood Insulation (part of Insulation Group) 
Horn—dual 





UN 





Inside Hood Release (part of Visibility Group and 
separate Option) 
Insulation Group (see pg. C-9 for contents) 


AMC 


AMX 












Std. 
Std. 
Opt. 
Std. 











| Lights: 


Auto Trans quadrant 

Back up 

Courtesy (part of Light Group) 

Glove Box (part of Light Group) 

Map Light (part of Light Group) 

Master cylinder warning 

Parking brake warning (part of Light Group) 

Side-Marker lights and reflectors 

Trunk Light (part of Light Group) 
Lock—glove compartment 
Luggage Rack—rear deck lid 





Std. 
Opt. 
Std. 
Std. 
Opt. 























Std. 
Opt. 
Std. 
Std. 
Opt. 
Opt. 
Opt. 


Std. 
Opt. 
Opt. 
Opt. 
Std. 
Opt. 
Std. 
Opt. 





AMC 


Standard and 
Ontional 


Equipment 





























Sales Code _ Item Javelin AMX 
Mirrors: 
Inside, day/night Std. Std. 
Outside, left manual Std. Std. 
Outside, left remote-control (part of Visibility Group) Opt. Opt. 
Outside, right manual Opt. Std. 
Visor Vanity (part of Visibility Group) Opt. Opt. 
Moldings: 
Door and Quarter Belt Std. Std. 
SMG Body Side Scuff Molding (N.A. with Rally Stripe) Opt. Opt. 
Drip Std. Std. 
Rocker Panel Std. Std. 
Windshield and rear window Std. Std. 
Wheel Opening—front and rear Std. Std. 
Oil Filter, full-flow Std. Std. 
Power Assists 
DB Power Disc Brakes Opt. Opt. 
PS Power Steering Opt. Opt. 
PG Protection Group (see pg. C-9 for contents) Opt. Opt. 
Radio: 
RP AM push-button Opt Opt. 
RS Rear Speaker (w/AM radio only) Opt. Opt. 
RFM AM/FM Multiplex stereo push-button Opt. Opt. 
RPI Rally -Pac Instruments (See page C-9 for contents) Opt. Opt. 
=] SSS eee 
STR Stereo Tape Player (w/Manual AM radio) Opt. Opt. 
Seats, bucket 
S Vinyl Std. Std. 
R Fabric Opt. Opt. 
Seats, cushions—foam, front Std. Std. 
ASW Steering Wheel—Adjust-O-Tilt (auto. trans. only) Opt Opt. 
Steering Wheels 
Custom Std. N.A. 
Sport Opt. Std. 
ore e eae ee ee TY ET ee 


Standard and Vi 
Optional — 
Equipment 











































Sales Code Item Javelin AMX 
Stripes 
Hood “T" (Part of “GO” package and sep. option) N.A. Opt. 
Rally Stripe Opt. N.A. 
Paint accent Std. Std. 
SST Space-Saver Spare Tire Opt. Std. 
Spoiler, Rear N.A. Std. 
SLC Stowage/Litter Container (NA with stereo) Opt. Opt. 
Shock Absorbers— Heavy-Duty (part of Handling Pkg.) Opt. Opt. 
Sway Bar, Front (V-8) Std. Std. 
6-cylinder (part of Handling Pkg.) Opt. Opt. 
Sun Visors Std. Std. 
Tachometer (Part of Rally-Pac) N.A. Opt. 
TG Tinted Glass (all windows) Opt. Opt. 
TW Tinted Windshield (only) Opt. Opt. 
Transmission: 
= 3-speed manual, floor shift Std. Std. 
M 4-speed manual, floor shift (N.A. in California) Opt. 
A Torque-Command, column shift 
C Torque-Comman4d, floor shift and console 
TGD Twin-Grip Differential 
Undercoating (part of Insulation Group) 
Vinyl Roof 
Visibility Group (see pg.C-7 for contents) 
Weather Eye Heating System 
Wheel Trim: 
Hub caps 
Slot-style wheels 
MAG Spoke style wheels 
WD Wheel covers 
TRC Hub Cap and Trim Rings 
Windshield Washers—electric 
Windshield Wipers—2-speed electric 
PP1 360 ‘‘GO” Package (see pg. C-8 for contents) 
PR2Z 401 "GO" Package (see pg. C-8 for contents) 





Matador 
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Exterior 


All new 2-door coupe in 3 
models, base, X and 
Brougham (114” wheel- 
base). 


Optional ‘Oleg Cassini”’ 
Designer Package for 
Brougham Coupe. 


Coupe has free standing 
bumpers while sedan and 
wagon use filler panels 
between body and bumpers. 


All bumper systems meet 
upgraded 5 mph Federal 
impact requirements. 


Sedan and wagon have 
new front and rear end 
appearance. 


New “Bravado” vinyl! roof 
material. 


New optional wheel covers. 


New optional woodgrain 
appearance and shape for 
wagon. 


Nine new colors (15 total). 


Interior 


New instrument cluster and 
panel. 


New seat and door trim 
designs and materials. 


Bucket seat has more 
padding for added comfort 
(available in coupes only). 


AM stereo tape player now 
incorporated in instrument 
panel (includes 4 speakers). 


New for 
1974. 


New 2-spoke padded 
custom steering wheel. 


Extra-quiet insulation 
package is standard on all 
models. 


New three point lap and 
shoulder belt system 
coupled with starter inter- 
lock system. 


Mechanical 


Steel belted radial ply tires 
now available. 


Coupe has manual disc 
(drum rear) brakes as 
standard. 


Power drum brakes not 
available. 


Front and rear bumpers are 
recoverable. 


Fuel tank increased in size 
to 24.9 gallon capacity 
(wagon remains at 21). 


New blend-air heater/ 
air conditioning system. 


Trailer towing package +1 
cancelled. 


Stainless steel fixed length 
antenna improves FM 
reception. 


V8 exhaust valve seats are 
induction hardened—now 
all engines can use regular, 
low and no lead fuel. 


Model _ A. 
Comparison 
Standard Exterior Ornamentation 





Matador 4-Door Sedan “Matador” on hood, AMC emblem on deck lid 


front fender and lower : 
deck lid Full length bright 


bodyside molding with 
color keyed insert 


Bright wheel lip moldings 
Bright grille with black 
paint 

Bright upper grille 
opening molding 

Bright door window frames 


Bright windshield and 
backlight moldings 


Rubber bumper guards— 
front and rear 





Matador 4-Door Station Wagon “Matador” on hood, Full length bright 


front fender and tailgate bodyside molding with 


AMC emblem on tailgate Color keyed insert 

Bright wheel lip moldings 
Bright grille with 

black paint 


Bright upper grille 
opening molding 


Bright door window frames 


Bright windshield and 
backlight moldings 
Bright horizontal 
molding on tailgate 


Rubber bumper guards— 
front and rear 









Matador 2-Door Coupe X (In Addition Brougham 
Base to Base) (In Addition 
Matador on hood, front —_ Bright windshield and Rubber bumper Black grille to Base) 

fender and deck lid backlight moldings guards— X stripe (see next page) 

AMC emblem on deck lid Bright drip molding front and rear X emblem on front fen- Bright front fender and 
Argent grille Bright door, quarter and ders (behind nameplate) — grille molding 

Bright hood front molding 8 Pillar belt moldings Matador X decal Bright hood and fender 


replaces Matador rear molding 

nameplate on hood and Bright and color 

deck lid bodyside molding (see 
scuff molding, next page) 
Bright wheel lip 
moldings 

Bright rocker panel 
molding 

Bright license surround 
molding 


Brougham nameplate 
onC pillar 





Vi 


Optional 
ie Striping 





Coupe with 
optional side 
scuff molding 
and vinyl roof 
(side scuff 
molding standard 
on Brougham). 





Coupe with 
stripe 
(standard on ‘'X’’). 





Station Wagon 
with optional 
woodgrain trim 
(tailgate also 
receives 
woodgrain 
with option). 








D-3 


1974 Matador A. 
Engine/Transmission/Axle 
and Dimensions 


1974 Matador Engine-Transmission Combinations 
First figure in box is standard axle ratio; others, optional ratios 


Engine Six V-8 


232-1B 258-1B* | 304-2B | 360-2B 
Opt. Opt. Opt. 












360-4B | 401-4B 
Transmission Opt. Opt. 
3-Speed Manual Full 
Synchromesh, Column Shift, 
Standard 








3.54 











Torque-Command 
Automatic Column 
Shift, Optional 


3.15 3.15 3:19 
3.54 3.54 3.54 


3.15 3.15 
3.54 3.54 





Torque-Command 
Automatic Floor 
Shift, Optionalt 


3.15 3.15 
3.54 3.54 


3.15 3.15 
3.54 3.54 








*Standard on Wagon tAvailable on Coupe only 


1974 Matador Dimensions 























2-Door 4-Door 4-Door 
Exterior Coupe Sedan Wagon 
Wheelbase 114.0” 118.0” 118.0” 
Length 209.3” 215.9” 215.4" 
Width 77.4” Thee ihe 
Height Sie? 54e77 56.2” 
Overhang, Front 46.1” 42.0” 42.0” 
Rear 49.2” 56.0” 55.5” 
Tread, Front 59.7" 59.8” 59.8” 
Rear 60.0” 60.0” 60.0” 
Tire Size, 6-Cyl., Std. E78 x 14” E78 x 14” H78 x 14” 
V-8, Std. E78 x 14” F78 x 14” H78 x 14” 
Interior 
Head Room, Front 37.5” 
Rear 36.9” 
Leg Room, Front 41.8” 
Rear 33.3” 
Shoulder Room, Front 60.4” 
Rear 59.0” 
Hiproom, Front 60.4” 
Rear S10" 
Trunk Luggage Vol., Cu. Ft. 14.3(1) 


Cargo Length at Floor, Front Seat 


(1) Plus 3 cu. ft. with opt. “Space-Saver" Spare 
(2) Plus 8 cu. ft. Under Floor 











Matador 
Seat & Trim Availability 


COLORS BLACK WHITE BLUE CINNAMON BLACK 
“T” CODES 31 38 33 36 31 























1974 ‘‘Matador’’, 
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Bench Seat, Split Back —Standard 
2 Dr. Cpe. ndividual Reclining Seats—Optional Sie i | 
Bucket Seats 


Bench Seat. Split Back—Standard 
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2 Dr. Cpe. - | 

“Brougham” — ndividual Reclining Seats— Optional K| 
Bucket Seats 7 
Bench Seat. Split Back—Standard : 





x ndividua ‘Reclining Seats—Optional 
Bucket Seats 
Bench Seat, Full Back—Standard 
‘Individual Reclining Seats—Optional 
Bench Seat, Full Back—Standard 

ndividual Reclining Seats— Optional 
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KEY INTERIOR TRIM COLOR 


Xx 
reeien a 
BK WH 


Vinyl Roof BK WH GR BK WH GR BK WH BR 
Snow White Rally:Ste BLK BLK GRN BLK GOL BLK GRN GRN | BLK BRN BRN 
YemPe leat GOL GOL GOL BLK GOL GOL GOL | GOL GOL GOL 


Vinyl Roof BK WH GR 
Pewter Mist Met. BLK WHT  GRN 














F6é 





Rally Stripe 










Viny! Roof 





Medium Blue Met. 










Rally Stripe 















Vinyl Roof 





F7 Dark Blue Met. 


Rally Stripe 













Vinyl Roof WH 


BLK WHT GRN 
WHT GRN WHT 











Silver Green Met. 






Rally Stripe 


















Vinyl Roof BK WH GR 


BLK WHT = GRN GOL 
GOL GOL GOL 

WHT = GRN 
WH GR 
GOL WHT GOL GOL 
WHT GOL WHT 

WH 
WHT 





WH GR BU 


BLK WHT GRN GOL 
HT GOL GOL 





























AA A 
Viedium Green Met. Rally Stripe 











Vinyl Roof 





BK WH GR BU 
GOL WHT GOL GOL 






Dark Green Met 





Rally Stripe 





















Vinyl Roof 





BK WH GR BU 
BLK WHT GRN GRN 











BK WH BR 
BLK WHT BRN BRN 








Fawn Beige 





Rally Stripe 


















BK WH BR 
BLK WHT BRN BRN 


BK WH BR BU 
BLK WHT BRN GOL 
GOL BRN 
BK WH BR BU 
GOL WHT GOL GOL 


BK WH BR BU 
BLK WHT BRN GOL 


BU 











a Vinyl Roof WH BR 
Golden Tan Met. Rally Stripe] BLK WHT BRN BRN 


Vinyl Roof BK WH BR 
WHT BRN 




























Copper Met. 


Rally Stripe 









Viny! Roof 
Rally Stripe 


Vinyl Roof 
Rally Stripe 
Vinyl Roof BK WH BU 
BLK WHT GOL 
Rally Stripe WHT BLK 
Vinyl Roof BK WH BU 
Rally Stripe} BLK WHT GOL BLK WHT BRN aR 
Vinyl Roof BK WH BK WH BK WH BK WH Co WH BK 
Pl Classic Black Aalsning GOL WHT WHT WHT WHT WHT GOL WHT 
gh WHT GOL GOL GOL GOL GOL WHT GOL 


NOTES: OPTIONAL TWO TONE PAINT: 


Snow White (A) top is available with any of the above exterior colors on coupe and sedan (white top) and wagon (white side panels). 
BODYSIDE SCUFF MOLDING AND HOOD STRIPE USAGE 








Vineyard Burgundy Met. 












Daisy Yellow 











BK WH BR BU 


Trans-AM Red BLK WHT GOL GOL 








BK WH BR BU 


Sienna Orange 







MOLDING STRIPE COLOR EXTERIOR COLOR USAGE 2. With Al exterior & White vinyl roof—hood stripe and scuff moldings are Black. 
Black Al, G5, F4, & D7 With Pl exterior & Black vinyl roof—hood stripe and scuff moldings are Gold 
White F6 & F7 With F6 or F8 exterior & Buff vinyl roof—hood stripe and scuff moldings are Brown. 
Gold G3, F9, F5, & Pl With F5 or D7 exterior & Brown vinyl roof—hood stripe and scuff moldings are Gold. 
Green Gl & G2 With G3 exterior & Green or Black vinyl roof—hood stripe and scuff molding are Gold 
* Brown E6, F8, & G6 
Exceptions: 
1. With Vinyl roof, scuff molding and hood stripe color matches the roof 
VINYL ROOF COLOR MOLDING & STRIPE COLOR 
Black Black D-5 
White White 
Green Green 
Brown Brown 


Buff Gold 


Standard “Regatta” Fabric 


with Grained-Vinyl Bolsters (Available only on 4-Door Sedan Bench Seat) 


\ 












31-A 33-A 34-A 36-A 
GREEN CINNAMON 





Optional “Tru-Knit” Knit Viny! 
with Grained-Vinyl Bolsters (Std. on Wagon) (Opt. on Sedan) 
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34-BorL 36-B or L 38-L 


31-B, F, Lor Q 
GREEN CINNAMON/ BUFF WHITE 


BLACK 














Optional “Tropicanna” Custom Fabric 


with Fabric Bolsters (only on Wagon and Sedan) 
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BLACK 





34-K 
GREEN 


36-K 
CINNAMON 


Matador 


Standard Bench Seat (A) 


(4-door sedan only) 


-_ 





Vinyl Bench Seat (B) 
is same style 

as standard cloth 
bench seat above 






Optional 
Vinyl Individual 
Reclining Seat (L) 





Optional 
Custom Fabric 
Individual Reclining Seat (K) 
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D-8 


Optional “Cassini” 


Custom Fabric 
(Brougham Only) 






Standard 
Cloth Bench Seat (E) 
(2-door coupe only) 








Optional = fz Optional 
Vinyl Individual Viny! Bucket Seat (Q) 
Reclining Seat (L) (shown with Brougham door) 


(not available on Brougham) 


Vinyl bench not shown is same style as cloth bench above (not available on Brougham) (F) 












Standard Optional 


Custom Fabric Custom Fabric 


Bench (S) Individual Reclining Seat (K) 
(Brougham only) (Brougham only) 


Standard “Domino” Fabric 
with Grained-Vinyl Bolsters (Avail. 2-Door Bench Seat Only) 





31-E 
BLACK 





GREEN 


36-E 
CINNAMON 








Optional “Tru-Knit” Knit Vinyl 


with Grained-Vinyl Bolsters 








34-F, LorQ 
GREEN 


33-F, Lor Q 
BLUE 


31-F,LorQ 
BLACK 
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CINNAMON/ BUFF 


38-L or Q 
WHITE 


(not available on bench) 





Optional “Tropicanna” Custom Fabric 
(Brougham Only) 





31-S or K 
BLACK 


33-S or K 
BLUE 


34-S or K 
GREEN 





36¢S or K 
CINNAMON 
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Oleg Cassini 
Package 


Available Only on Brougham Coupe 


Vi 


AMC 





Exterior: 


Available in black, white or 
copper with choice of black, 
white or copper vinyl roof. 


Copper colored grille, 
headlamp bezels, bodyside 
molding, rear license area, 
and wheel covers. 


Cassini nameplate replaces 
Matador on front fenders. 


Interior: 


Individual seats in black with 
copper buttons. 


Black door panels with fabric 
inserts, copper buttons and 
door pull straps. 


Copper carpet. 


Copper accents on instrument 
panel, steering wheel and 
door pull straps. 


Cassini script on glove box 
door. 


Unique black headlining and 
sun visors with napped knit 
nylon finish. 


If visibility group is ordered, 
clock face is copper. 





Option Groups 


Visibility Group 


Remote control 
left outside mirror 


Visor vanity mirror 
Inside hood release 


Deluxe intermittent 
electric wipers 


Electric clock 


Light Group 
Trunk or Cargo light 
Two courtesy lights 
Glove box light 

Ash tray light 


D-10 


Parking brake warning light 


Headlights on warning 
buzzer 

Rear door courtesy 

light switch (4 door only) 


Protection Group 


Stainless steel door 
edge guards 


Color keyed vinyl 
floor mats 


Body Protection Group 
(Coupe and ‘X’”’ Coupe Only) 


Scuff moldings with 
vinyl inserts 


Nerfing strips for 
front and rear bumpers 


Handling Package 
Heavy-duty springs 


Heavy-duty shock 
absorbers 


Rear sway bar 
Trailer Towing 
Package 


Car-to-trailer 
wiring harness kit 


Heavy-duty engine cooling 
Handling package 


Adjustable air shock 
rear Suspension 


Auto. trans. auxiliary 
oil cooler 


Decor Group 
(‘‘X’’ Coupe Only) 


Wheel opening moldings 
Grille moldings 


¢ 


Matador Options 








Wheel covers (4) Custom wheel covers (4) Spoke Style Wheels (4)— 
V8 only 











Instrument panel with Custom Steering 
Wheel (std.), AM radio and Visibility Group 





Brougham instrument panel with AM/FM Stereo 
radio, Air conditioning, rear window defogger, 
automatic transmission 


Adjust-O-Tilt column with 
automatic speed control 





Console with Automatic Transmission 
(Coupe only with Bucket Seats) 


D-12 


Options 

Automatic transmission 
Air conditioning 

AM push button radio 
Rear speaker 

(AM radio only) 


AM/Stereo Tape Player 
includes 4 speakers 


Rear window defogger 
Twin grip differential 
Power steering 

Power disc brakes 


Power tailgate window 
(Std. on 3-seat wagon) 


Stowage/litter container 


Tinted glass—all 
or windshield only 


Vinyl roof 
Tailgate air deflector 
Luggage rack 





AM/FM/Stereo Radio (Includes 4 speakers) 


Inside hood release 
Sports steering wheel 
Wheel covers 
Custom wheel covers 


Spoke style wheels 
(V-8 only) 


Coupe Only 
Center arm rest & cushion 
Space saver spare 


Vi 


AMC 

















Standard and 
Optional 
Equipment 














































































Sales X Brougham 
Code _ Item Sedan Wagon Coupe Coupe Coupe 
Air Cleaner, Cellulose-fiber for carburetor Std. Std. 
AC All-Season Air Conditioning System 
(incl. 62-Amp. alt.) Opt. Opt. Opt. Opt. 
Alternator, 37-Amp. (62-Amp. 
w/air conditioning) Opt. Opt. Opt. Opt. 
Armrests, front and rear Std. Std. Std. Std. 
Ashtray, front and rear Std. Std. Std. Std. 
Battery, 50-Amp. (60-Amp. w/360 and 
401 CID V-8) Std. Std. Std. Std. 
Belts—with Starter Interlock System Std. Std. Std. Std. 
BPG Body Protection Group (see pg. D-10 
for contents) N.A. N.A, Opt. Opt. Std. 
Brakes: 
Drum, dual system, self adjusting Std. Std. N.A. N.A. N.A. 
Disc, dual system, self adjusting N.A. N.A. Std. Std. Std. 
Bumpers: 
Energy absorbing ‘“‘recoverable’’— k 
front and rear Std. Std. Std. Std. Std. 
Bumper guards, front and rear Std. Std. Std. 
Nerfing strips, front and rear (part of 
Body Protection Group) Opt. Opt. Std. 
CAL | California Certification for emission : Opt. Opt. Opt. 
Cigarette Lighter Std. Std. Std. Std. 
Clock, electric (part of Visibility Group) Opt. Opt. Opt. Opt. 
Coat Hooks, two (four for wagon) Std. Std. Std. Std. 
Coolant Recovery System N.A. Std.* Std. Std.* 
ASC Cruise-Command, automatic speed control 
(V-8 only) Opt. 
DG Decor Group (see pg. D-10 for contents) 
RWD | Defogger, rear window (blower) 
DE Dual Exhaust (Opt. 360 V-8, Std. 401 V-8) 
Emission Control System 
BH Engine Block Heater (600 watt) Opt. 
Engine Coolant Std. 
Engine: 
100 232 CID, six, 1-barrel (Sedan and Hardtop) Std. 
110 258 CID, six, 1-barrel (std. on Wagon) Opt. 
150 304 CID, V-8, 2-barrel Opt. 
175 360 CID, V-8, 2-barrel Opt. 
360 CID, V-8, 4-barrel Opt. 






401 CID, V-8, 4-barrel 


*N.A. with 6 cyl. without air conditioning 


Standard and 
Optional 
Equipment 


Vi 


AMC 
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Sales X Brougham 
Code __ Item Sedan Wagon Coupe Coupe Coupe 
| Exhaust system, single Std. Std. Std. Std. Std. 
dual (std. on 401, V-8) Opt. Opt. Opt. Opt. Opt. 
ij Floor Covering: 
Passenger compartment (color keyed 
carpet) Std. Std. Std. Std. Std. 
Cargo area—Wagon (rubber) N.A. Std. N.A. N.A. N.A. 
Trunk mat (rubber) Std. N.A. Std. Std. Std. 
CCM Carpet—cargo area Wagon (incl. w/third 
seat opt.) N.A. Opt. N.A. N.A, N.A. 
Floor Mats—color keyed vinyl 
(part of Protection Group) Opt. Opt. Opt. Opt. Opt. 
Fuel Filters Std. Std. Std. Std. Std. 
Fuel Tank—24.9 gallons, 21 on Wagon Std. Std. Std. Std. Std. 
HP Handling Package (see pg. D-10 for contents) | Opt. Opt. Opt. Opt. Opt. 
Hazard Warning Flasher Std. Std. Std. Std. Std. 
Headlight on warning buzzer (part of 
Light Group) Opt. Opt. Opt. Opt. Opt. 
Headlights, Hi-Intensity Std. Std. Std. Std. Std. 
Heater and Defroster System Std. Std. Std. Std. Std. 
HB Heavy-Duty 70-Amp. battery Opt Opt. Opt. Opt Opt. 
Heavy-Duty Cooling (see pg. D-10 
for contents) Opt. Opt. Opt. Opt. Opt. 
Hood insulation Std. Std. Std. Std. Std. 
Horn—dual [ Std. Std. Std. Std. Std. 
IHR | Inside Hood Release (part of Visibility Group 
and separate option) Opt. Opt. Opt. Opt. Opt. 
LG Light Group (see pg. D-10 for contents) Opt. Opt. Opt. Opt. Opt. 
Lights: 
Ash Tray Std. Std. Std. Std. Std. 
Auto. Transmission quadrant Std. Std. Std. Std. Std. 
Back up Std. Std. Std. Std. Std. 
Cargo (part of Light Group) N.A. Opt. N.A. N.A. N.A. 
Courtesy (part of Light Group) Opt. Opt. Opt. Opt. Opt. 
Dome (with front door switches) Std. Std. N.A. N.A. N.A, 
Glove Box (part of Light Group) Opt. Opt. Opt. Opt. Opt. 
Master cylinder warning Std. Std. Std. Std. Std. 
Parking brake warning (part of Light Group)| Opt. Opt. Opt. Opt. Opt. 
Rear door light switches (part of 
Light Group) Opt. Opt. N.A. N.A. N.A. 
Rear shelf N.A. N.A. Std. Std. Std. 
Side-Marker lights and reflectors Std. Std. Std. Std. Std. 
Trunk (part of Light Group) Opt. N.A. Opt. Opt. Opt. 

















Vil Standard and 
AMC Optional 
Equipment 


Sales xX Brougham 
Code _ Item Sedan Wagon Coupe Coupe Coupe 


Lock—cargo compartment in Wagon floor 
—glove box 
Luggage Rack, roof-top—Wagon 


















































Mirrors 
Inside, day/night 
Outside, left manual 
Outside, left remote control (part of 
Visibility Group) 
Visor Vanity (part of Visibility Group) 


Std. 
Std. 





SMG | Molding: 

Belt, door and quarter Std. 
Front grille opening (part of Decor Group) Std. 
Full length bodyside (vinyl—part of Body 

Protection Group) Std. 
Drip Std. 
Door Edge guards (part of Protection 

Group) Opt. 
Windshield and rear window Std. 


Wheel Opening—front and rear 
(part of Decor Group) 


Oil Filter, full-flow 
Power Assists: 


Std. 











DB Power Disc Brakes Opt. 
PS Power Steering Opt. 
PW1 Power Lift Rear Window (std. on 3-seat 


Wagon) 
Protection Group (see pg. D-10 for contents) 
Radio: 








RP AM push-button Opt. 
RFM AM/FM Multiplex stereo push-button Opt. 
STR AM/Stereo tape player (with 4 speakers) Opt. 


Rear speaker—Sedan and Coupe 
(w/AM radio only) 


Seats: 








A,E,S Bench fabric Std. 
B,F Bench vinyl N.A. 
K,N Individual Reclining fabric Opt. 

L Individual Reclining vinyl N.A. 
Bucket vinyl Opt. 
Folding Second Seat N.A. 


Center arm rest and cushion (bucket 
seats only) 


Standard and Vil 
Optional AMC 
Equipment 




















Sales xX Brougham 
Code_ item Sedan Wagon Coupe Coupe Coupe 
ASW | Steering Wheel Adjust-O-Tilt (automatic 
trans. only) Opt. 
Steering Wheels: 
Custom Std. 
SSW Sports Opt. 
SLC | Stowage/Litter Container Opt. 
Shock Absorbers—heavy-duty (part of 
Handling Package) Opt. 
SST | Space Saver Spare Tire Opt. 
Front Sway Bar Std. 
RSB | Rear Sway Bar (separate opt. and part of 
Handling Package) Opt. 
Sun Visors Std. 
Tailgate—dual hinge N.A. 
TAG | Tailgate Air Deflector (Wagon only) N.A. 
TG Tinted Glass (all windows) Opt. 
TS Third Seat—includes power tailgate window 
(Wagon only) N.A. 
TW Tinted Windshield (only) Opt. 
Two Tone Paint Opt. 
TP2 | Trailer Towing Package No. 2 
(see pg. D-10 for contents) Opt. 
Transmission: 
S 3-speed manual, column shift Std. 
A Torque-Command, column shift Opt. 
TGD | Twin-Grip Differential Opt. 
UN Undercoating (part of Extra Quiet 
Insulation Package) Std. 











Vinyl roof on N.A. nt zt Opt. 
VG Visibility Group (see pg. D-10 for contents) = os ee Opt. 


Weather-Eye Heating System Std. 
Wheel Trim: 
Hub caps N.A. 
WD Wheel covers Std. 
CWD Custom wheel covers Opt. 
Slot-Style Wheels N.A. 
SSS Spoke-Style Wheels (V-8 only) Opt. 
Windshield Washers—electric Std. 
Windshield Wipers: 
2-speed electric Std. 
DW Deluxe, intermittent action (separate 
option and part of Visibility Group) Opt. 
WO Woodgrain—side and rear panels N.A. 





“leather wrapped 
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Exterior 


Two-door hardtop model is 
cancelled. 


New front and rear 
appearance including 
grilles and taillights. 


New hood ornament. 


New woodgrain and shape 
for wagon (standard). 


New standard hood stripe. 


All bumper systems 
upgraded to meet 5 mph 
Federal impact 
requirements. 


New optional vinyl roof 
material. 


New For 


1974 


Interior 


New instrument cluster and 
panel. 


New seat and door trim 
designs and materials. 


AM radio/stereo tape 
player is mounted in instru- 
ment panel (includes 4 
speakers). 


Extra-quiet insulation 
package is standard. 


New three point lap and 
shoulder belt system 
coupled with starter inter- 
lock system. 


New two-spoke padded 
custom steering wheel. 


Mechanical 


Steel belted radial ply tires 
now available. 


Front and rear bumpers are 
recoverable. 


Fuel tank on sedan 
increased to 24.9 gallon 
Capacity (wagon remains 
at 21). 


New blend-air heater/air 
conditioning system. 


Trailer towing package +1 
cancelled. 


V8 exhaust valve seats are 
induction hardened—now 
all engines can use regular, 
low and no lead fuel. 


Stainless steel fixed length 
antenna improves FM 
reception. 
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Model A. 
Comparison 


Standard Exterior Ornamentation 


4 
\ 





4-Door Sedan “Ambassador” on hood, Bright wheel lip moldings 
Ambassador Brougham a we side and Bright windshield and 


backlight moldings 
Dual hood accent stripes 


Bright and colored 
bodyside molding 


Bright tail lamp moldings 


Bright side window 
frames 


Bright drip moldings 
Bright door belt moldings 
Bright wheel covers 


Front rubber nerfing 
Strips 


Front and Rear rubber 
bumper guards 


Bright back panel 


Brougham script on 
“C” pillar 


AMC emblem on deck lid 


Bright wide rocker 
panel molding 


Bright grille 
Bright hood ornament 












applique 
= “Ambassador” on hood, Bright grille 
Ambassador Brougham 4-Door pon eerste en Cee 
Station Wagon rere rae Woodgrain panels on 
“Oo” pillar SSHPEON side and rear 


: ‘ iel 
AMC emblem on deck lid Bright windshield and 


: backlight moldings 
Bright woodgrain border pyal hood accent stripes 
moldings on bodyside 


and rear Bright drip moldings 


Bright side window 
frames 


Bright wheel covers 


Front rubber nerfing 
strips 


Front and Rear rubber 
bumper guards 


Bright Luggage rack 
Bright air deflector 
Bright tail lamp moldings 
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Optional 
Striping 


AMC 


4 door Sedan 
with optional 
vinyl roof 
(moldings 
shown are 
standard). 
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1974 Ambassador 
Engine/Transmission/Axle 
and Dimensions 


1974 Ambassador Engine-Transmission Combinations 
First figure in box is standard axle ratio; others, optional ratios. 





AMC 




















V-8 
304-2B 360-2B 360-4B 401-4B 
Transmission Engine Std. Opt. Opt. Opt. 
Torque-Command 3315 B15 315 3.15 
Automatic Column 3.54 3.54 3.54 3.54 
Shift, Standard 
1974 Ambassador Dimensions 
4-Door 4-Door 
Exterior Sedan Wagon 
Wheelbase 122.0” 122.0” 
Length 219.3” 218.8” 
Width 3" TT Ase 
Height 55.3” 57.2” 
Overhang, Front 41.4” 41.4” 
Rear 56.0” So:00 
Tread, Front 59.8” 59.8” 
Rear 60.0” 60.0” 
Tire Size, V-8, Std. F78x14 H78x14 
Interior 
Head Room, Front 39.6” 39.8” 
Rear S75" 38.7” 
Leg Room, Front 41.8” 41.8” 
Rear 38.6” 38.6” 
Shoulder Room, Front 60.0” 60.0” 
Rear 60.0” 60.0” 
Hiproom, Front 60.3” 60.3” 
Rear 60.4” 60.4” 
Trunk Luggage Vol., Cu. Ft. 19.1 91.1(1) 
Cargo Length at Floor, Front Seat - 92.6” 


(1) Plus 8 cu. ft. Under Floor 








A. Ambassador 
Seat & Trim 
Availability 


COLORS | BLACK BLUE GREEN CINNAMON 
“T” CODES 1 73 74 76 
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Bench Seat, Full Back—Standard A A A A 






4 Dr. Sed. 





Individual Reclining Seats—Optional 
Bench Seat, Full Back—Standard 
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Individual Reclining Seats—Optional 








1974 Ambassador Vinyl Roof and Stripe Availability 


EXTERIOR COLORS INTERIOR TRIM COLOR 
| siack oR WHITE | [etue keen cinnamon] 


Srow White ST) 
[a5 | Pewter Wist Met. woneor[ oe 0 IN owe [own 
[Fé [Medium Blue Met [vortex we [on wn | 
Dark Blue Met. [wo teer[ oe we | oe wh (oP 
sierGrente |e = = = a = 

[es ik er 2-0 ECE 
re ts 


Golden Tan Met. 


















Sienna Oras oa: 
ee ee aS 


N TE: * Two-tone paint: Snow White (Al) roof available with all exterior colors on sedan 


With Al exterior & White vinyl roof—hood stripe and scuff moldings are Black 
a Hood stripe usage: Black with Al, G5, F4 & D7 exteriors With Pl exterior & Black vinyl roof—hood stripe and scuff moldings are Gold 
White with F6 & F7 exteriors With F6 or F8 exterior & Buff vinyl roof—hood stripe and scuff moldings are Brown. 
Gold with G3, F9, F5 & Pl exteriors With F5 or D7 exterior & Brown vinyl roof—hood stripe and scuff moldings are Gold 
Green with G1] & G2 exteriors With G3 exterior & Green or Black vinyl roof—hood stripe and scuff molding are Gold 
Brown with £6, F8 & G6 exteriors 
Exceptions: With vinyl roof, hood stripe and bodyside molding insert color 
match the vinyl roof color as follows 
Vinyl Roof Color Hood Stripe & Bodyside Molding Color 
Black Black 
nue White 
reen Green 
Brown Brown E-5 
Buff Gold 
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BLACK 





BLACK 





Standard “Abbington” Fabric 


(Not Available on Wagon) 





"74-A 
GREEN 








76-A 
CINNAMON 





Optional “Tru-Knit” Knit Vinyl 


73-LorB 
BLUE GREEN 










TAKS ns 


CINNAMON/ BUFF 











Optional “Pavillion 





F 74-K 
BLUE GREEN 


” Custom Fabric 





76-K 
CINNAMON 








Standard 

Vinyl Bench Seat is 

same style as cloth 

bench seat shown above (B) 
(wagon only) 








Ambassador 


Standard 
Fabric Bench Seat (A) 
(sedan only) 










Optional 
Vinyl Individual 
. Reclining Seat (L) 





Optional 
Custom Fabric 
Reclining Seat (K) 


E-7 





Optional Groups 
and Options 


Protection Group 


Stainless steel door 
edge guards 


Color keyed vinyl 
floor mats 


Trailer Towing 
Package No. 2 

Car to trailer wiring harness 
Heavy-duty engine cooling 
Handling package 


Adjustable air shock 
rear suspension 


Auto. trans. auxiliary 
oil cooler 


Handling Package 
Heavy-duty springs 


Heavy-duty shock 
absorbers 


Rear sway bar 








Options 

Vinyl roof (sedan only) 
Twin grip differential 
Power side windows 
Power tailgate window 


AM-FM stereo with 
4 speakers 


AM/stereo tape player 
with 4 speakers 


Rear speaker for AM radio 


Stowage/litter container 
for both front doors 


Third seat for wagons 


Rear window defogger— 
sedans 


Cruise command automatic 
speed control 


Adjust-O-Tilt 
steering wheel 


Sports steering wheel 
Custom wheel covers (4) 
Spoke style wheels 14x6 (4) 
Heavy-duty (70A) battery 
Rear sway bar 

Two-tone paint (Sedan only) 
Engine block heat—600 watt 





Delete Options 


Air conditioning—replaced 
with CommandaAir 
Ventilation 


Woodgrain side and rear 
panels—station wagon only 
Roof rack— 

station wagon only 

Air deflector— 

station wagon only 





AMC 









VG Ambassador Options 
AMC 


Custom Wheel Covers (4) 


AM/FM Stereo Multiplex radio 
(includes 4 speakers) 





Standard wheel cover Wagon Third Seat—includes power tailgate window 
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Ambassador Options Vi 
AMC 
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Adjust-O-Tilt Column Rear window defogger—Sedan only 


Instrument Panel with optional AM/FM 
Stereo Radio, and wagon rear window control. 
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AMC 


Sales Code 


Standard and 
Optional 


Equipment 


Item 





Ambassador 





DAC 





Air Cleaner, Cellulose-fiber for carburetor 
All-Season Air Conditioning System 
All-Season Air Conditioning System—Delete 
Alternator, 62 Amp. 

Armrests—front and rear 

Ashtray—front and rear 








Battery, 50-Amp. (60-Amp. w/360 and 401 CID V-8) 
Belts—with Starter Interlock System 
Brakes: 


Power Disc Brakes—front 
Drum, dual system, self adjusting rear 
Bumpers: 
Energy Absorbing “recoverable”, front and rear 
Bumper guards, front and rear (front has corner nerfing strips) 





California Certification 

Command-Air ventilation when A/C is deleted 
Cigarette Lighter 

Clock, electric 

Coat Hooks, two (four for Wagon) 

Cruise Command, automatic speed control 








150 
leds 
195 
255 





Dual exhaust 360-4B only (Std. 401 CID) 
Door edge guards (Part of Protection Group) 





Emission Control System 
Engine Block Heater (600 watt) 
Engine Coolant 


Engine: 
304 CID, V-8, 2-barrel 
360 CID, V-8, 2-barrel 
360 CID, V-8, 4-barrel 


401 CID, V-8, 4-barrel 
Exhaust System, single 
dual on 360 CID 4-B (std. 401 CID) 
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Standard and 
Optional 
Equipment 


AMC 



































Sales Code _ Item Ambassador 
Floor Covering: 
Passenger compartment—color keyed carpet Std. 
Cargo area (Wagon) color keyed carpet Std. 
Trunk mat—rubber Std. 
Floor Mats—color keyed vinyl (part of Protection Group) Opt. 
Fuel Filters Std. 
Fuel Tank 24.9 gallons (Sedans) 21.0 gallons (Wagons) Std. 
HP Handling Package (see pg. E-8 for contents) Opt. 
Hazard Warning Flasher Std. 
Headlights, Hi-Intensity dual Std. 
Headlights-On warning buzzer Std. 
Heater and Defroster System Std. 
HB Heavy-Duty 70-Amp. Battery Opt. 
HDC Heavy Duty cooling (See pg. E-8 for contents) Std. 
Hood Insulation Std. 
Horn, dual Std. 
Inside Hood Release Std. 
Lights: 
Ash Tray Std. 
Backup Std. 
Cargo (Wagon only) Std. 
Courtesy Std. 
Dome with front and rear door switches Std. 
Glove Box Std. 
Master cylinder warning Std. 
Parking brake warning Std. 
Side-Marker lights and reflectors Std. 
Trunk light (Sedan only) Std. 
Lights-on warning buzzer Std. 
Lock: 
Cargo compartment in Wagon floor Std. 
Glove box Std. 





Vi 


AMC 


Standard and 
Optional 


Equipment 























Sales Code_ Item Ambassador 
Mirrors: | 
Inside, day/night Std. 
Outside, left remote control Std. 
Visor Vanity Std. 
Moldings: 
Belt Std. 
SMG Bodyside (Woodgrain surround on wagons) Std. 
Door Edge guards (part of Protection Group) Opt. 
Rocker Panel Std. 
Wheel Opening—front and rear Std. 
Windshield and rear window Std. 
| Oil Filter, full-flow Std. 
Power Assists: 
Power disc brakes, front Std. 
Power Steering Std. 
PW1 Power lift window, tailgate (std. on 3-seat Wagon) Opt. 
PW4 Power lift windows, side Opt. 
PW5 Power lift windows, side and tailgate (wagon only) Opt. 
PG Protection Group (see pg. E-8 for contents) Opt. 
Radio—AM Push-button Std. 
RFM AM/FM Multiplex Stereo push-button with 4 speakers Opt. 
STR AM/Stereo tape player with 4 speakers Opt. 
RS Rear Speaker— Sedan (w/AM Radio only) Opt. 
Roof-Top travel rack (Wagon) Std. 
DLR Roof-Top travel rack (Wagon), deletion Opt. 
RWD Rear Window Defogger (N.A. Wagon) Opt. 
Seat: 
A Bench fabric Std. 
B Bench vinyl (Wagon only) Std. 
D Individual Reclining vinyl Opt. 
V Individual Reclining fabric Opt. 
TS Third seat (wagon only) Opt. 














Standard and A. 
Optional 
Equipment 


Sales Code Item Ambassador 


— 












































































Seat Cushions, foam—front and rear Std. 
ASW Steering Wheel—Adjust-O-Tilt Opt. 
Steering Wheels: 
Custom Std. 
Sports Opt. 
SLC Stowage/Litter container Opt. 
Sway Bar—front Std. 
—rear (part of Handling Package and separate option) Opt. 
Sun Visors Std. 
Tailgate Air Deflector (Wagon) Std. 
DAD Tailgate Air Deflector, deletion (Wagon) Opt. 
Tailgate, ‘“Dual-Swing’”’ (Wagon) Std. 
Tinted Glass, all windows Std. 
Tires—whitewall Std. 
lee Trailer Towing Package No. 2 Opt. 
Transmission: 
Torque-Command, column shift Std. 
TGD Twin-Grip Differential Opt. 
Two tone paint (Sedan only) Opt. 
Undercoating Std. 
Vinyl roof (Sedans only) Opt. 
Wheel Trim: 
Wheel Covers Std. 
CWD Custom Wheel Covers Opt. 
Spoke Style Wheels (4) Opt. 
Windshield Washers Std. 
Windshield Wipers: 
Deluxe electric, intermittent action Std. 
Woodgrain, bodyside and rear panel Std. 






Woodgrain, bodyside and rear panel, deletion 
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The AMC 
Guaranteed Car. 


If anything we did goes wrong 
with your 1974 car 


we'll fix it free. Anything.* 
1974 AMC Buyer Protection Plan. 


For years, car buyers in this country have been 
saying that instead of shiny new chrome every 


year, what they really want is a good car they 
can count on. 


That’s why American Motors and its AMC dealers put 
together their Buyer Protection Plan for 

Gremlin 

Hornet 

Javelin 

Matador 

Ambassador 


*Read how the six-part program works for you, and 
see the details of the Guarantee on the next page. 


1974 Owner’s Manual Supplement 
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1. A Strong Guarantee in Plain English. 


1974 New Car Guarantee 


When you buy a new 1974 AMC car from an AMC dealer, 
American Motors Corporation* guarantees to you that, except 
for tires, it will pay for the repair or replacement of any part 

it supplies that is defective in material or workmanship. 


This guarantee is good for 12 months from the date the car is first 
used or 12,000 miles, whichever comes first. All we require is that 
the car be properly maintained and cared for under normal use and 
service in the 50 United States or Canada and that guaranteed 
repairs Or replacements be made by an American Motors dealer. 


This guarantee is, to the extent not prohibited by law, in lieu of all 
other guarantees or warranties, express, implied, or implied in 

law, of American Motors Corporation* or others, including implied 
warranties of merchantability or fitness for a particular purpose. 


“In Canada: American Motors (Canada) Ltd. 





This Guarantee gives you 12-month or 12,000-mile coverage on a lot of 
things most car warranties don't. It covers wiper blades, front-end 
alignment, light bulbs—literally everything we put on the car except tires. 


In other words, if something we did goes wrong with your '74, you won't 
have to pay for the parts and the labor. We will. 


Three more related features of the Guarantee are as follows: 


Guarantee Service for Owners Who Move or Travel. 

If you move to a new locality or you are traveling, authorized 

AMC Dealers in the 50 United States or Canada will 

perform Guarantee repairs for you. 

Guarantee Coverage for Subsequent Owners. 

After the first owner of anew 1974 AMC car, subsequent 

owners are eligible for any unused Guarantee coverage and may 
purchase a replacement Owner Identification Card for $2.00 
through an AMC Dealer. 

Tire Warranty. 

The tire manufacturer warrants the tires supplied with your new car. 
Any tire-warranty adjustments are handled directly with owners by 
the tire manufacturer's distributors, dealers or retail stores. Your 
AMC Dealer will assist if you need help in securing 

an adjustment. 


2. A More Thoroughly-Checked Quality Car from The Factory. 


Naturally, we wouldn't be backing our cars like this if we weren't more 
sure of them than we've ever been before. For 1974, we've put in more 
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product improvements, more quality-control steps, more tests and more 
people to see that your car, upon leaving our factory, was as perfect 
as man and machine could make it. 


3. A More Thoroughly-Checked Quality Car from Your Dealer. 


At the dealer’s, your car was checked over again. Your car was serviced 
and road-tested for starting, handling, braking and overall performance 
in accordance with the Dealer Pre-Delivery Service Standards. When the 
serviceman completed the test, he signed a certifying report and slipped 
it over the sun visor, where you can see it. 

And, when a man signs his name to something, you can be sure 

he’s done his job. And done it right. 


4. Special Trip Interruption Protection. 


If you're 100 miles or more from home and the servicing AMC dealer can't 
provide same-day Guarantee repairs for your car, interrupting your trip, 
we will reimburse you for reasonable extra lodging and meal costs, up to 
$150, based upon your actual expenses. 


And this Trip Interruption Protection is also free. 
5. A Direct Line to Detroit. Toll Free. 


We've made some big promises, and we fully intend to keep them. But, 
just in case you have a problem, we have a way of handling it. As an owner 
of a'74, you get a toll-free number of a person in Detroit, or Brampton 
(Canada). If you call, we promise you you'll get results. And fast. 


So, if a servicing problem or other difficulty occurs, we suggest the 
following steps: 


1. First, try to resolve the problem at the dealership with the Service 
Manager or other top official. 

2. If this fails, call the local American Motors Sales Corporation Zone 
Office or ask your dealer to do so. A Zone list is in the 
Owner’s Manual. 

3. If neither of the above yields results, call us in Detroit (or Brampton, 
Canada). The toll-free phone number will appear on the back of 
your Owner Identification Card (see next page). If you need this 
number before your card arrives, please ask your dealer for it. If you 








6. A Loaner Car When You Need It. Free. 


Not only do we offer you a strong guarantee and a thoroughly-checked 
car by the factory and your dealer, we've set up a system to back it up 
without inconveniencing you. 


If your car needs Guarantee repair work, and “‘same-day”’ (morning to 
evening) service cannot be completed, your participating dealer will 
provide you with a free loaner car for overnight use and until your car 
is ready (you should comply with your dealer’s work schedule). 

A nice, clean, well-equipped car in good condition. Free. 











prefer, you canexplain your problem by writing (address on next page). 
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Owner and Vehicle Identification 


This Owner’s Manual Supplement entitles you to Guarantee 
service until you receive your Owner Identification Card (in about 
4 to 6 weeks). Then, to obtain Guarantee service, you should 
present the Owner Identification Card to the servicing 

AMC Dealer. 


Your selling Dealer will enter your information on the card 
replica shown below: 





American Motors Vi 


Owner Identification Card 





Date of First Use 
(usually delivery date) 





Vehicle Identification Number 





Selling Dealer Code Number > 


Not a wallet card. Keep in glove box. 








Enter Owner Name and Address 
Enter VIN 

Enter Dealer Code 
Enter Date 
















Keep the plastic card and this document in your car. 


American Motors Corporation @ 14250 Plymouth Road 
@ Detroit, Michigan 48232. 


American Motors (Canada) Ltd. @ 350 Kennedy Road South 
@ Brampton, Ontario 


1974 Owner's Manual Supplement— Part No. 3222642 1st Printing * Litho in U.S.A 





Vi AMC 
Buyer Protection Plan 


19/4 New Car Guarantee 


When you buy a new 1974 AMC car from an American 
Motors dealer, American Motors Corporation* guaran- 
tees to you that, except for tires, it will pay for the repair 
or replacement of any part it supplies that is defective 
in material or workmanship. 


This guarantee is good for 12 months from the date 
the car is first used or 12,000 miles, whichever comes 
first. All we require is that the car be properly main- 
tained and cared for under normal use and service in 
the 50 United States or Canada and that guaranteed 
repairs or replacements be made by an American 
Motors dealer. 


This guarantee is, to the extent not prohibited by law, 
in lieu of all other guarantees or warranties, express, 
implied or implied in law, of American Motors 
Corporation* or others, including implied warranties 
of merchantability or fitness for a particular purpose. 


“In Canada, American Motors (Canada) Limited. 
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Dealer 
Road Test 
Procedure 


Check before starting engine (safety belt 
unfastened): 


With ignition switch in “off” or “lock” position 
1. Steering wheel and column 


2. Anti-theft ignition, steering-transmission 
lock and warning buzzer 


. Horn 

. Dash assembly 

. Sun visors 

. Rear view mirrors 

. Courtesy lights 

. Dome or “‘C”’ pillar lights 
9. Map and glove box lights 


ONO f WwW 


With ignition switch in “‘on” position 


10. Shift selector pointer alignment (automatic 
transmission) 


11. Safety belt inter-lock system signal (should 
be on) 


12. Dash systems indicator lights 
13. Turn signal indicator and four-way warn- 
ing flashers 
With ignition switch in ‘‘start’’ position 
14. Safety belt inter-lock system signal (should 
be on—no engine start) 


15. Brake system warning signal 








Fasten safety belts 


Check neutral safety switch (R D no start) (auto- 
matic transmission) 


Check engine start-up 
Check during engine warm-up (first 3-5 miles) 


16. Positive park engagement (automatic 
transmission) 


17. Check safety belt inter-lock system signal 
(safety belt unfastened—automatic trans- 
mission in D) 

Refasten safety belts 
18. Engine operation (during warm-up) 


19. Transmission, automatic—cold shifting 
Transmission, manual—cold shifting 
Clutch adjustment and action 


20. Brakes (low-speed application) 

21. Dash instruments 

22. Heater and defroster controls, outlets 
23. Air Conditioner controls, outlets 

24. Fresh air vents 

25. Windshield wipers 

26. Windshield washers 


27. Handling on rough roads 








Check items 1 through 15 before starting the engine. Fasten safety belts, and proceed with 
cold engine start from dealership, with the first 3-5 miles being low-speed, stop and go, city- 
type driving, including some rough road surfaces, making left and right turns for handling 
and riding quality and for checking items 16 through 31. Then operate car on highway at the 
indicated speeds for checking performance and handling and for checking items 32 through 
37, before returning to dealership. 


28. Squeaks 

29. Rattles 

30. Radio; set push-buttons 
31. All accessories 


Check with engine at normal operating 
temperature (next 5-7 miles): 
32. Engine operation (normal temperature) 


33. Steering (as affected by camber, caster 
and toe-in) 


34. Wheel balance 
35. Brakes (high-speed application) 
36. Wind noise/air leak 


37. Transmission, automatic—normal temper- 
ature shifting 
Transmission, manual—normal temper- 
ature shifting 
Clutch adjustment and action 


AM3222644 
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j Your American Motors Dealer certifies that your new 1974 
Dea er AMC car has been serviced in accordance with the Dealer 


p D li S * Pre-Delivery Service Procedure. This service covers 
- certain inspection requirements, including a comprehen- 
re e ivery ervice sive road test (see reverse side), and correction of items 
and Road Test not meeting American Motors specifications. 
Certification 
Inspections and corrections completed: 
[ ]CHASSIS [ ]|BODY COMPONENTS [| ]COMPREHENSIVE ROAD TEST (8-12 miles) 
|] ENGINE COMPARTMENT [ | INSIDE CAR [| | BODY INTERIOR/EXTERIOR 
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(write firmly with ball-point pen) 
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Extended 
Buyer 
Protection 

Plan 


You can double your standard coverage under the Buyer 
Protection Plan on your 1974 car with the Extended Buyer 
Protection Plan. This gives you the same coverage that you 
receive under the standard Buyer Protection Plan for 24 
months or 24,000 miles, whichever comes first, including: 

e The 1974 New Car Guarantee. 

© Special Trip Interruption Protection. 

e A direct line to Detroit. Toll Free. 


e A loaner car when you need it. Free. 
(from participating dealers) 


List price for the Extended Buyer Protection Plan is $95.00. 
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Mechanical 
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1974 Engine Specs and Allocation 


6-Cylinder Engines 









232 CID 
1B. 


232 


1974 AM Engine 
Specifications and Allocation 






Displacement, Cu. In. 


, Cu. Cent. 3802 
Bore 3.1/5 
Stroke 3.50 
Taxable HP (License) 33.75 
Net Horsepower, Single Exh. | 100@3600 
, Dual Exh. _ 
Net Torque, Single Exh. 185@1800 
, Dual Exh. = 
Compression Ratio 8.0:1 
Carburetor 1-Barrel 
(A) Fuel Recommended Regular 
Engine for... 
Gremlin Standard 
Hornet Standard 
Javelin Standard 
Javelin AMX _ 
Matador Sedan, Coupe & Standard 


Brougham Coupe 
Matador X Coupe — 
Matador Wagon = 
Ambassador - 
















258 CID 
1B. 
258 
4229 
3.75 
3.90 
33.75 
110@3500 


195@2000 
8.0:1 
1-Barrel 
Regular 


Optional 
Optional 
Optional 


Optional 


Standard 


Fleet 
Sales 
Only 











304 CID 
2B. 
304 
4983 
3.75 
3.44 
45.00 
150@4200 


245@2500 


8.4:1 
2-Barrel 
Regular 





Base V-8 
Base V-8 
Base V-8 
Standard 
Base V-8 


Standard 
Base V-8 
Standard 








Engine 
Mechanical 


V-8 Engines 


360 CID 
2B. 
360 
5900 
4.08 
3.44 
53.27 
175@4000 


285@2400 
8.25:1 
2-Barrel 
Regular 





Optional 
Optional 
Optional 
Optional 


Optional 
Optional 
Optional 





360 CID 
4B. 
360 
5900 
4.08 
3.44 
53:27 
195@4400 
220@4400 
295@2900 
315@3100 
S:25¢1 
4-Barrel 
Regular 


Optional 
Optional 





Optional 


Optional 
Optional 
Optional 





(A) See page G-5 


Note: Net horsepower and net torque figures (based on SAE-J245 standard) represent actual output of the engines 


including fan and vehicle exhaust system. 








401 CID 
4B. 
401 
6572 
4.165 
3.68 
55.51 


235 @ 4600 
345@3300 
8.25:1 
4-Barrel 
Regular 








Optional 
Optional 
Optional 


Optional 
Optional 
Optional 








Six-Cylinder Engine 


V-8 Engine 


Engine 
Mechanical 
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Six-Cylinder 
Engine Features 


The American Motors Six is 
a modern overhead-valve 
design that features a 
thinwall, precision-cast iron 
block that affords maximum 
rigidity and noise- 
dampening with minimum 
deadweight. The crank- 
shaft is supported by seven 
main bearings (One on each 
side of each connecting 
rod) to minimize crankshaft 
flexing and extend bearing 
life. Unlike four-cylinder 
engines used in some com- 
petitive cars, the American 
Motors Six is inherently 
dynamically balanced, pro- 
vides more power impulses 
per revolution which pro- 
duce a smoother, quieter 
flow of power that is easier 
on passengers as well as 
power-train components. 
Additional features include: 


¢ Hydraulic valve lifters 
(eliminates valve adjust- 
ment and gives quieter 
operation) 

* Full-pressure, full- 
filtration lubrication 


¢ Electronic alternator with 
transistorized voltage 
regulator 

¢ ‘‘Clear-Power”’ battery 
(easier to check fluid 
levels) 

¢ Aluminized muffler system 

¢ Designed for regular 
leaded, low-lead or no- 
lead fuels (See page G-5) 

¢ NEW ‘‘cold-start” and 
“cold engine driving”’ 
features include: 


Thermostatically-controlled 
air cleaner provides warm 
air to carburetor faster. This 


Front Cross-Section View, 
Six-Cylinder Engine. 





ia 








reduces stumble, surge and 
flameout during warm up 
and in cold weather. 


Revised camshaft profile for 
all engines equipped with 
Exhaust Gas Recycle 
system. 


Higher-velocity induction 
system (improved fuel 
vaporization for better 
driveability) 








Left Cross Section View, 
Six-Cylinder Engine. 


















V-8 Engine 
Features 


The American Motors V-8 is 
a modern short-stroke 
design that minimizes 
piston speed (and wear) 
and keeps reciprocating 
weight to a minimum to 
provide lively engine 
response to throttle com- 
mands. The fully-counter- 
weighted crankshaft is 
supported in five husky 
bearings to insure smooth 
powerflow and excellent 
durability. Specially- 
shaped combustion pockets 
in the cylinder and piston 
heads minimize combustion 
harshness, yet preserve 
efficiency and fuel 
economy. This year, even 
the powerful 401 cubic- 
inch, four-barrel V-8 
delivers premium perfor- 
mance on regular leaded, 
low-lead or no-lead fuels 
(see page G-5). 


Other features include: 

* Hydraulic valve lifters 
(quieter operation) 

* Full-pressure, full- 
filtration lubrication 

* “Clear-Power”’ battery 
(easier to check fluid 
levels) 

¢ Aluminized muffler system 
(dual mufflers standard on 


Mechanical 


401 V-8, optional 360 
4-Bbl V-8) 

* NEW ‘‘cold-start’”’ and 
“cold-engine-driving”’ 
features include: 

An anti-dieseling solenoid 

valve added to all V-8’s 

with automatic transmis- 

sion (prevents engine 
running after ignition is 
turned off) 


Thermostatically-controlled 
air cleaner reduces . 
stumble, surge and flame- 
out 


V-8 Engine 


Revised camshaft profile 
for all States 


Choke-heat by-pass valve 
(improves driveability 
during warm-up) 


Engine-coolant tempera- 
ture override (improves cold 
engine driveability.) 
Modified “idle system”’ (re- 
duces cold-engine stalling) 








Left Cross Section View, 
V-8 Engine. 





Front Cross-Section, 
V-8 Engine. 
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Emission Control 
Systems and “Low-/ 
No-Lead” Fuels 


The following systems are 
designed to help combat 
air pollution: 


“Nitrox-TCS” system will 
be standard on all 1974 cars 
(except those with 401 
engines outside California). 
This system will meet all 
California and all Federal 
“nitrogen oxides” and 
“hydrocarbon” regulations. 


The “TCS” system reduces 
the emission of ‘“‘nitrogen 
oxides’’ (hence sub-code, 
“Nitrox’’) as a by-product 
of engine combustion. The 
engine’s ignition system is 
monitored with a ‘“‘trans- 
mission control spark” on 
manual Transmissions and 
a ‘‘speed control spark”’ on 
automatics (hence sub- 
code, “TCS’’). Asolenoid 
valve, controlled by a 
switch in the manual or 
automatic transmission, 
regulates the vacuum spark 
advance ‘‘signal”’ to the 
engine’s distributor. 


Fuel-Tank Vapor Emission 
Control System continues 
standard on all 1974 cars. 
All models this year will use 
a charcoal-canister storage 
system. The canister 
absorbs fuel-tank vapors 
and vents them into the 
engine induction system. A 
Canister purge system will 
be used for V-8’s and six 
cylinders. All cars will 








utilize an air cleaner purge 
canister which works off 

of carburetor air flow. This 
will allow minimum purging 
at low speeds with a 
gradual increase with 
higher speeds. 


The new Exhaust Gas 
Recirculator is simply a 
valve bolted directly to the 
intake manifold. Approxi- 
mately 10-12% of the 
exhaust gases are vented 
through the EGR valve back 
into the cylinders for 
additional burning. A 50% 
reduction in Nitric Oxide 
levels is expected in 

this process. 


EGR valve will be installed 
on all V-8’s and 6’s except 
Hornet Hatchback and 
4-Door Sedan with 232 and 
Gremlin and Hornet 2-Door 
Sedans. (All California 
cars will have EGR.) 


A new Electric Assist 
element has been added to 
the automatic choke in 
some models. The Electric 
Assist Choke will, at a 
choke housing temp. of 
60° F, supply heat quickly 
to the bi-metal spring in 
the choke housing to allow 
the choke to open ata 
much faster rate. 


An integral override to 
disconnect the electric 
circuit will engage when the 
choke housing temperature 
falls below 60° + 3° F. 








Emission 


Control 


The Electric Assist Choke 
will be installed on all 
engines equipped with 
4-barrel carburetors. 


Positive Crankcase Ventila- 
tion System (“PCV”) 
continues standard. 


Exhaust Emission Control 

System (““Engine-Mod’’) is 

standard on the following: 
All Gremlins, all Hornets 
with 232 engine except 
Sportabout and Hornet 
2-Door sedan and 
Hatchback with 258 engine. 


This includes internal 
engine changes to reduce 
emissions. 


All V-8’s except Gremlin, 
Hornet, Javelin and AMX 
with 304 V-8 and automatic 
transmission will have 

“Air Guard” system as 
standard. Matador 6’s will 
also be equipped with 

“Air Guard.” 


Thermostatically-controlled 
air cleaner provides warm 
air to carburetor faster. This 
reduces stumble, surge and 
flameout during warm up 
and in cold weather. 


Regarding Fuel: 

For 1974, our engines can 
operate with any type 
normal fuel (gasoline) 
consisting of regular grade, 
low-lead, or no-lead. 
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For 1974, all AM models, 
with 6-cylinder or V-8 
engines, are available with 
“Torque-Command” 
automatic transmission 
(Chrysler’s name, ‘‘Torque- 
Flite’). 


“Torque-Command is 
standard on Ambassadors, 
and optional on all other 
models. Column shift is 
used in all cases (except 
AMX), plus console shift is 
offered on Matador Coupe, 
Javelin and AMX V-8’s, 
and all Gremlin and 
Hornet hatchback models. 


Consumer benefits 
include smooth shifts, 
responsive pick-up, quiet 
operation and durability. 
Furthermore, all 1974 
Torque-Command 
automatic transmissions are 
equipped with an oil cooler 
located in the bottom of the 
engine-cooling radiator to 
aid oil cooling especially in 
hot weather/stop-and-go 
driving. For heavy-duty 
trailer hauling, the 
“auxiliary” transmission oil 
cooler will again be offered 
in the optional Trailer- 
Towing Package No. 2 for 
Matadors and Ambassadors. 


Transmission 


1974 “Torque-Command” Automatic Transmission 


The following features of 
the 1974 “Torque- 
Command” automatic 
transmission ensures 
smooth operation and 
reliable performance: 


Transmission 

1. Large friction elements 
for longer life. 

2. Large shafting for 
increased capacity and 
life. 

3. Large clutch assemblies 
and “‘belleville’’ springs. 

4. Large capacity front 
pump, and vent. 

5. Utilization of an 
accumulator system for 
better shift quality, 
pressure control, and 
refined calibration. 

6. Simpson (double 
planetary) gearset for 
quiet operation and 
long life. 










7. Ball bearing on output 
shaft. 
8. Rugged and simplified 
parking mechanism. 
9. Governor, integral with 
output shaft. 

10. Boot-type rear seal. 

11. Integral front and rear 
servos mounted in case. 

12. Integral case and 
converter housing 
(aluminum). 

13. Filter on pump inlet 
(in place of screen). 

14. Transmission-mounted 
neutral safety switch for 
simplicity and greater 
accuracy. 

15. Mechanical throttle- 

valve linkage, for greater 

reliability and 
adaptability to emission 
requirements. 


Torque Converter 

1. Fully-brazed 

2. Cover-piloted turbine. 
The 1974 Torque-Command 
automatic transmission 
does not require band 
adjustment, and does not 
require oil change under 
normal conditions. 


Transmission Action 

PALKae wien Transmission lock 

plus engine start. 

Reverse. .2.20:1 gear ratio 
Neutral ..Engine start 

Drive ....1st gear start with 
automatic 
upshifts to 2nd 
and 3rd gears. 
Tst'= 2.45:1; 
2nd = 1.45:1; 
3rd = 1.00:1. 

. 1st gear start with 
automatic upshift 
to 2nd gear. 

Eilsten 20 x 1st gear start with 

no automatic 
upshift. 
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Suspension 


1974 American Motors Suspension Features 






Rear Suspension 


1974 Matador and Ambas- 
sador models feature a 
4-link trailing-arm rear 
suspension. This design 
provides outstanding axle 
control and rear wheel 
tracking, under all driving 
conditions for these heavier 
American Motors cars. For 
74, the lower outer-arm 
pivots of Matador and 
Ambassador wagons have 
been positioned to provide 
a higher “roll center’’ at the 
rear for more inherent roll 
stability. In addition, a 
separate rear sway bar 
option is available to 
further increase rear roll 
resistance in all ’74 Ambas- 
sadors and Matadors. 
Gremlin, Hornet and Javelin 
models employ a leaf- 
spring rear suspension. For 


1974 Gremlins and Hornets, 
rear shock absorbers 
employ a ‘“‘bayonet”’ type 
mounting (rather than an 
“eye”’ type) to reduce 
transmission of road noise, 
plus the use of a ‘“‘dual- 
rate’ rubber bushing for 
the front-mount of each leaf 
spring, which also reduces 
road noise and prevents 
“clutch chatter” with 
manual transmissions. 














1974 American Motors Front Suspension 








1974 Front Suspension 
Upper Ball Joint 





Front Suspension 


All 1974 American Motors 
cars use ‘“Twin-Ball-Joint” 
front suspensions, a design 
which among other 
advantages permits sus- 
pension geometry which 
minimizes ‘‘front-end- 
diving” under heavy 
braking. In ’74, the upper 
ball-joints use a “zero- 
lash’’ one-piece design ball 
which is stronger, seals 
better and stays tighter, 
longer. In addition, a more- 
resilient rubber bushing is 
used with each front strut 
which absorbs road noise 
and harshness better. Front 
sway bars for six-cylinder 
models to further improve 
front roll stability are now 
part of optional Handling 
Package for Gremlin, 
Hornet, and Javelin Sixes. 
All V-8 models have the 
front sway bar as standard 
equipment. 


Overall, ‘““Tru-Centric”’ 
wheels are being used for 
all 1974 models. ‘“Tru- 
Centric’ wheels improve 
wheel and tire balance, 
thus reducing vehicle 
vibration. 
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Tire Series 


B (6.45 x 14) 
C (6.95 x 14) 
D 


E 
F 
G 
H 


Tire 


Identification 


Modern tires are now 
identified by a combination 
of letters and numbers, for 
example F78 x 14. The F 
designates the rim width as 
7.75 was used previously. 
The 78 indicates the tire 
series and also that the 
height of the tire is 78% of 
its width as shown in this 
illustration. 


Width 


78 Series 


Other type tires used on 
AMC cars are 60 and 70 
series. The 14 denotes the 
rim diameter in inches. 


Radial type tires are 
identified by an R used as 
the second letter of the tire 
size as in FR78 x 14. 

All American Motors 
passenger Cars are 
equipped with tires rated as 
Load Range B by the 
Department of Transporta- 
tion. Load Range Bisa 
measure of the tire’s 
maximum load capacity 
when inflated to a maximum 
cold inflation pressure of 
32 p.s.i. The chart below 
details the maximum load 
Carrying capacity for each 
of the seven tire series 
when inflated to 32 p.s.i. 


Maximum Load Capacity Per Tire 


@ 32 p.s.i. Cold 


Inflation Pressure (in Ibs.) 


1120 
1230 
1320 
1400 
1500 
1620 
1770 


—————————————————— 


To properly inflate tires on American Motors cars, please follow 
the recommendations contained in the Owner’s Manual and on 
the glove box door. For sustained speeds over 75 m.p.h., cold 
inflation pressures should be increased by 4 p.s.i. taking care 
not to exceed 32 p.s.i. maximum. Higher inflation pressures can 


be harmful to the tire. 
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Construction 


There are three basic types 
of tires used on American 
Motors cars: the bias ply, 
bias-belted and steel-belted 
radial. Each of these tires 
provide different perfor- 
mance characteristics on 
AMC cars. We offer as wide 
a selection as possible so 
that each new car owner 
can choose the type tire 
best suited to his driving 
needs. 

Bias ply tires are con- 
structed of two or four plies 
(layers of rubber treated 
fabric woven usually of 
nylon and/or polyester) laid 
at an angle (bias) to each 
other as they run from bead 
to bead of the tire. The 
bead is the part of the tire 
which holds it to the wheel 
rim. This type of tire has 
strong construction and 
flexes easily for a smooth, 
comfortable ride. 

The bias-belted tire is 
similar in basic construc- 
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BIAS PLY 





tion to the bias ply tire with 
the two plies laid at an 
angle to each other but also 
has two cord belts (made 
usually of steel, fiberglass, 
or textile cord dependent 
upon the type of tire) which 
run around the circum- 
ference of the tire between 
the body and tread. This 
type construction produces 
tires which flex easily to 
provide a smooth ride and 
the cord belts reinforce the 
tread to hold it flat on the 
road and reduce tread 
“squirm” and thus give 
long tread life and excellent 
handling characteristics. 
Of European heritage, the 
radial tire has body plies 
which run across the tire 
from bead to bead at an 
angle of approximately 90° 
to the center line of the tire. 
Reinforcing these body 
plies are cord belts (made 
of steel in those offered by 
American Motors) which 
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RADIAL 


run around the circum- 
ference of the tire between 
the body and the tread. This 
belt holds the tread flat on 
the road with the tread 
grooves open for good 
traction as well as reducing 
tread ‘‘squirm”’ which is an 
enemy of long tire mileage. 
The steel belts used in 
these tires provide for 
greater tread stability as 
well as guarding the tire 
against road hazards. 
Radial tires also provide for 
a minimum of friction 
between the cord plies for 
maximum flexibility and a 
smooth ride. It is these 
construction characteristics 
of tread stability and lack 
of “squirm” which gives 
radial tires the qualities of 
long mileage, excellent 
stability, superior traction 
and good handling 


characteristics. 
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Tires 



























































AMC Gremlin/Hornet 
Steel Belted 
Bias Belted Radial 
Color ef wyels ee RYE 
na ISOOOCOOOonoon 
i ISCORCROOROCeoo 
jo} of o/ of of 0 
Gremlin 
jo} of of of oo 
Hornet 
ee od 
es | T [sfof ETL Ty yet | fel ef of of of of of 2 9} o| of 9 
Hatchback 
Pe {| [ [sfefotey | ft fof fof e] | 9] o| | 9 4 o of of of o 
eee Me CT fof fof ol [ofl [ol ol [a 
2-Door Sedan 
Pe {| [ [sfefeley { f fet fete] folel fete) fale fo 
re | | [sto | LL Tel tT fel fet el felel [oo] Jo 
4-Door Sedan 
re | | [stefofol | [fol fefe] folel [ele [of] Jo 
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Legend: S—Standard Tire; O—Optional Tire 
B—Black Sidewall; W—White Sidewall; RW—Raised White Letters 
*—Standard Steel Wheels; SI—Slot Style Wheels; Sp—Spoke Style Wheels 
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Javelin/Matador 
Ambassador 










Steel Belted 
Radial 
























Bias Bias Belted 










































Size se : 7s x4 E7ex14 E6oxl5 F7Bxl4 w7exi4 78x14  Froxl4 F78x14 | G78x14 | H78x14 FR78x14 
Ply 2 4 2 4 4 2 2 2 ‘ = 
Color BJ} WIWIBIWI| BIW] Rw TB] WEBI] WIW! WI WERwW RwIRw] Ww 
Rim Size 5| 5] 6]5/5]6]6 7 515]6]6]5] 6] 6 6/6] 5 
Rim Type * * * * * * * S| ~ * * * * * Sp S| Sp * 
Javelin 
Model Engine 
6 
Javelin 
8 
AMX 8 





Matador 

















Coupe 





“X'’ Coupe 





Brougham 
Coupe 








4-Door 
Sedan 





















































Legend : S—Standard Tire; O—Optional Tire 
B—Black Sidewall; W—White Sidewall; RW—Raised White Letters 
*—Standard Steel Wheels; Si—Slot Style Wheels; Sp—Spoke Style Wheels 
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1974 American Motors 


“Safe-Command”’ 
Features 





FLUSH DOOR HANDLES 


















MOLDED 
CEILING 


SELF-ADJUSTING 
BRAKES 


SAFETY RIM 
WHEELS 


HEAD RESTRAINTS 


ENERGY ABSORBING 

WHEEL & COLUMN 

& ANTI-THEFT LOCK 

HIGH-STRENGTH WINDSHIELD 
TEMPERED SIDE & REAR GLASS 


PADDED INSTRUMENT PANEL 


ADVANCED UNIT 
CONSTRUCTION/IMPACT 
ABSORBING FRONT END 


HIGH INTENSITY 
GUARD-GLO 
HEADLAMPS 












BACK-UP LIGHTS 
4-WAY FLASHERS 
TURN SIGNALS 






TREAD-WEAR 
INDICATORS 










SIDE MARKER LIGHTS HIGH STRENGTH 
ie) 


OR LOCKS 


SEAT & SHOULDER 
BELTS 


GUARD-RA' 
SIDE PROTECTION 


REINFORCED 
BUMPERS 





DOUBLE-SAFETY 
BRAKE SYSTEM 





SIDE MARKER 
LIGHTS 






DISC BRAKES 
(STD. JAVELIN, MATADOR COUPE 
AND AMB.; OPT. ALL OTHERS) 


ee 


(SEE BUMPER STORY) 








General Equipment 

Lap belts for all desig- 
nated seating positions 
Shoulder belts for outside 
front seat positions 
Starter Interlock System 
connected to front 

seat belts 

Two Rear Shoulder-Belt 
Anchors 

Two Front Head Restraints 
4-Way Hazard Warning 
Signals 

Lane Changer Turn Signals 
Automatic Back-Up Lights 
Side-of-Car Safety 

Marker Lights 

Hi-Intensity Headlights 
Inside Rear-View Mirror 
with Twin Ball-Joint Pivots 
Left-Side Rear-View Mirror 
2-Speed Electric 
Windshield Wipers & 
Non-Glare Blades 

Electric Windshield 
Washers 

Windshield Defrosters 
(Heater) 





Construction, Brakes, 
Wheels 

Single-Unit Body 
Construction 

Guard-Rail Doors 
Energy-Absorbing 

Steering Column 

Energy Absorbing 

Steering Wheel 
High-Strength 

Windshield Glass 

Tempered Side & Rear 
Glass 

Molded Ceiling Headliner 
Padded Sun Visors 

Padded Instrument Panel 
Safety-Shaped Armrests 
Non-Glare Finish 

on Inside Parts 
Double-Safety Brake System 
Brake System Warning Light 
Self-Adjusting Brake Linings 





Mechanical Stop-Light 
Switch 
Corrosion-Resistant 

Brake Lines 

Safety-Rim Wheels 

Tire Tread-Wear Indicators 
Safety Strengthened 
Bumpers 

Captive Engine Mounts 


Locks, Door Handles, 
Controls 

Anti-Theft Ignition, Steering 
& Trans. Lock with Warning 
Buzzer (Less Trans. Lock 
on Floor Shift) 
High-Strength Door Locks 
Safety-Shaped 

Door Handles 

2-Key Locking System 
Soft-Feel Control Knobs 
w/International Codes 
Soft-Feel Horn Bar 
Safety-Styled 

Instrument Panel 

Front Seat-Back Lock 
Dual-Action Hood Latch 
Anti-Smog Devices 
Positive Crankcase 
Ventilation 

Exhaust Emission Control 
Fuel-Tank Vapor Control 


Seating and 


“Safe-Command”’ _ 


Seat Belts 


Seat Belts for All Normal 
Seating Positions: 
Gremlin 

2 front, 2 rear 


Hornet 

2 front, 3 rear 

(2 rear on 2 door models) 
Javelin 

2 front, 2 rear 

Matador Coupe 

3 front, 2 rear (2 front with 
bucket or ind. recl. seats) 


Matador & Ambassador 
Sedans & Wagons 

3 front, 3 rear (2 front with 
ind. recl. seats) 


1974 Belt and 
Interlock System 


All 1974 Passenger Vehicles 
sold in the United States 
must be equipped with the 
new lap and shoulder belt 
system which includes a 
starter interlock. This is a 
Federal requirement. 


The new system on all AMC 
cars includes the following 
components. The front 
outboard restraint system 
includes integral lap and 
torso (shoulder) belts. The 
lap and torso belts are 
connected and the lap 
portion retractor locks 
when you stop pulling the 
belt out. The torso 
(shoulder) belt portion 
utilizes an ““emergency- 
locking” retractor which 


only locks when the vehicle 
stops abruptly. This allows 
freedom for upper body 
movement in normal 
situations. The front center 
seating position, where 
applicable, is equipped with 
a manually adjustable lap 
belt. All front belt systems 
are connected to the starter 
interlock system. 

In addition to the belts, 
there is a buzzer and a red 
warning light to remind you 
when the proper sequence 
has not been followed or 
when to fasten your belts. A 
logic module located under 
the instrument panel senses 
both when seating positions 
are occupied and when 
belts are fastened. 

Rear seat outboard 
passenger positions are 
equipped with automatic- 
locking lap belt retractors. 
Rear seat center position 
and station wagon third 
seat, where applicable, use 
manually-adjustable lap 
belts. Restraint systems for 
all designated seating 
positions are designed to 
provide maximum comfort 
and convenience within 

the standards. 
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Starting Sequence 


With this new system, the 
following sequence must be 
followed before the starter 
system will function. 

1. After front seat 
occupants are seated, 
they must fasten their 
belts. The front center 
seat position (where 
applicable) has only a lap 
belt, while the two 
outside positions have 
combination lap/shoulder 
belts. They must be 
pulled from the retractor 
far enough in one smooth 
motion to fasten. Other- 
wise, they will lock and 
must be retracted 
completely and pulled 
again. Belts must not be 
twisted as they may jam 
in the retractor. Persons 
in rear seats should also 
fasten their lap belts. All 
lap belts should be 
adjusted low and snug 
on hips. 


CAUTION: 
Failure to do so may 
result in unnecessary 
injuries in the event 
of an accident. 


2. Transmission must be in 
park or neutral. 


3. Car may be started after 
front seat passengers are 
properly restrained. 


NOTE: 
Objects placed on front 
seat such as packages 
may weigh enough to 
prevent starter from 
operating. In this case, 
objects must be moved 
off the seat or belt 
must be buckled. 
Once the engine has been 
started, it can be restarted 
anytime even if the belts 
are unlatched. Only after 
the car is turned off and the 
driver leaves and re-enters 
the vehicle does the 
interlock system prevent the 
starter from operating until 
the belts are refastened. 
To disconnect “belting 
system,” simply press the 
push button on top of 
buckle. Belts with retractors 
will store automatically. 
Belts without retractors may 
be positioned for 
subsequent convenient use. 


The “FASTEN BELTS” red 
warning light and buzzer 
will function when the 
following conditions exist: 
A. Ignition switch is in ‘‘on” 
or “‘start’’ position, and 
B. Transmission is in any 
forward or reverse gear 
(if parking brake is not 
engaged on manual 
transmission equipped 
cars), and 
C. A seat belt is not 
fastened at an occupied 
front seating position, or 
is prebuckled at an 
occupied front seating 
position. 
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“Safe-Command” 


Seat Belts 


Emergency Start 


In case of a malfunction 
within the Seat Belt 
Interlock System, an 
electrical relay is located 
in the engine compartment 
to permit engine starting. 
This relay is located on the 
right side adjacent to the 
starter solenoid (near the 
battery) and is identified 
with a decal. 

The procedure for starting 
the engine under these 
conditions is as follows: 

1. Place selector lever in 


“Park’’position on vehicles 


equipped with automatic 


transmission and‘‘Neutral”’ 


position on vehicles 
equipped with manual 


transmissions. Make sure 


parking brake is applied. 


2. Rotate ignition switch to 
“on” position. 


3. Locate relay in the engine 


compartment from the 
right side of the vehicle 
and depress the white 
button located in center 
of the red cylindrical 
housing on top of the 


relay. A pencil, small key 
or similar instrument can 


be used to depress the 
center button. 

NOTE: Do not attempt to 
jump this relay as it may 
damage the vehicle 
electrical or starter 
system. 


4. Re-enter vehicle and 
rotate ignition switch to 
“start” position. Starter 
should operate providing 
the malfunction is related 
to the Seat Belt Interlock 
System. 

5. Repeat the above pro- 
cedure if the ignition 
switch has been rotated 
to the “off” position or 
the gear selector lever is 
located in any drive 
position on vehicles 
equipped with automatic 
transmissions. 


Tips on Belts 


WARNING: Never use the 
same lap or torso belt on 
more than one person at 
a time. 


e Belts should be periodi- 
cally inspected. They 
should be replaced if 
fraying or cuts have 
developed. Depending 
upon amount of use and 
exposure to sunlight, dirt, 
and abrasion, belt 
webbing strength may 
deteriorate over a period 
of years. In such cases, 
belt assemblies should 
be replaced. 


e When cleaning belts, use 
a mild soap or detergent 
with warm water. Rinse 
them thoroughly and dry 
them in the shade. Never 


dye or bleach belts 
(may weaken fabric). 


Belt assemblies should 
be replaced in the event 
that they have experi- 
enced collision loads. 
Connecting bolts should 
be tightened to the 
correct torque. Your 
dealer can check this. 


Lap belts should be 
routed properly in 
relation to front seats 

and to occupants of those 
seats for maximum safety 
consideration. 


Do not use shoulder belt 
on anyone shorter than 
4 ft. 7 in. Although torso 
portion is connected to 
lap portion of restraint, it 
may be “‘tucked”’ over 
shoulder and behind 
passenger with full use 
of lap portion of restraint 
system. 

The front seat outboard 
floor retractors swivel 
toward rear of car for 
ease of entry and exit to 
front and rear 
compartment. 
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Lap Belt Routing 


It is important, safety wise, 
that lap belts be routed 
properly in relation to front 
seats, prior to use, as 
shown: 





INDIVIDUAL AND BENCH SEATS 


When Children 

are Passengers 

1. Infants unable to sit up 
by themselves should be 
restrained by placing 
them in a padded 
bassinet fitted with a 
secure net-like cover. The 
bassinet should be 
centered crossways in 
the vehicle (widthwise) 
so that one side contacts 
the back of the front 
seat(s). If possible, the 
rear seat belts should be 
used to prevent the 
bassinet from sliding 
sideways. 

2. “Infant carriers’ may also 
be used for transporting 
children. For maximum 
frontal protection the 
carrier and infant should 


face the rear of the 
vehicle. Always use an 
infant carrier which is 
designed for motoring 
and which uses a 
vehicle’s lap belt to 
restrain the carrier. 


. Children able to sit up 


by themselves should be 
on the second (rear) seat 
of the vehicle. Never 
allow children to stand or 
kneel on seats. AMC 
safety locks are available 
to prevent children from 
accidentally opening rear 
doors (also for Gremlin 
and Hornet front doors). 
Children’s safety seats 
that comply with Federal 
Motor Vehicle Safety 
Standard No. 213 should 
be used for children 
weighing up to about 40 
Ibs. For children weighing 
from about 30-50 Ibs. an 
approved FMVSS No. 209 
Type 3 harness system 
can be very effective. In 
every case the instruc- 
tions accompanying the 
child safety device should 
be carefully followed. 


. Youngsters from 50 Ibs. 


on up should be placed 
on a firm cushion with 
the lap belt worn low and 
snug around hips. The 
cushion should not be so 
high as to elevate the 
child’s head above the 
seat back. 


5. Children should never be 
left alone in a car. If the 
occasion so requires, be 
sure to set the parking 
brake and remove the 
ignition key which also 
locks the steering wheel 
(and transmission in 
certain models) and 
power windows if 
equipped. 


Shoulder Belt 
Comfort 


The torso belts in your car 
may be equipped with a 
flat, black clip that may be 
used to reduce the pressure 
of the belt on your shoulder 
or chest. The clip can be 
slid up or down on the belt 
to a position which will 
prevent further retraction 
of the belt into the inertia 
retractor. CARE SHOULD 
BE TAKEN SO THAT THE 
SHOULDER BELT HAS NQ 
MORE SLACK IN IT THAN 
NECESSARY TO REDUCE 
THE PRESSURE TO A 
COMFORTABLE LEVEL 
WHEN SEATED INA 
NORMAL UPRIGHT 
POSITION. 


Seating and Vil 
“Safe-Command” 
Seat Belts 
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Schematic of 1974 Belt and Starter Interlock System 
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1974 


Bumper Story 


The 1974 bumper systems 
have been designed to meet 
Federal requirements of 5 
mph. barrier impact 
protection for both front 
and rear. American Motors 
Corporation offers different 
systems on its car lines 
which are tailored to that 
size vehicle. Gremlin and 
Hornet utilize recoverable 
front and rigid rear systems. 

Javelin offers strength- 
ened front and rear bumper 
systems which retain the 
car’s special sporty look 
while providing the required 
impact protection. An 
optional system designed 
for those states with more 
stringent requirements than 
the Federal standards is 
available. It consists of 
larger, stronger bumper 
guards and modifications to 
the system itself for added 
protection. Matador and 
Ambassador are equipped 
with recoverable bumper 
systems—front and rear. 
Both bumper and reinforce- 
ment behind the bumper 
have been strengthened to 
meet the damage criteria 
on all systems. 

AMC’s new Energy- 
Absorbing ‘“Recoverable’”’ 
Bumper, as shown, uses a 
hydraulic principle to 
dissipate the kinetic energy 
of impact by converting it 
into heat energy. It uses a 
pneumatic principle to 
restore the bumper to its 
extended position. The 
device is located between 
the vehicle’s front bumper 
and frame, providing the 
mounting for the bumper. 

It is designed to absorb 
impact energy and restore 
the bumper to its original 
position after low-speed 
collisions. 


1974 
Bumper Story 


AMC’s new energy- 
absorbing devices are 
maintenance-free as well 
as self-restoring following 
impact. 

The device that allows 
AMC’s recoverable bumper 
to perform its function 
consists of two heavy- 
gauge steel cylinders, one 
telescoping into the other. 
The front chamber attaches 
to the car’s bumper, the 
rear to the car’s 
understructure. 

Not only are the devices 
sturdy enough to withstand 


the shock of repeated 
impacts, but they also 
possess the strength to 
support the weight of a car 
when the bumper jack is 
employed for tire changing. 
The strength factor was a 
very important considera- 
tion in the design of AMC’s 
energy-absorbing units 
because the bumpers 
attached to these devices 
are positioned beyond their 
conventional location to 
allow for movement of the 
telescoping sections. 


A. 


AMC 


All 1974 AMC cars utilize 
steel reinforced rubber 
bumper guards on the front 
and rear bumpers for added 
protection. In addition, the 
Matador coupe offers full 
width rubber nerfing bars 
on front and rear to reduce 
nicks and scratches. 
Ambassador uses front 
nerfing strips for added 
protection. 


Bumper System Availability 


Front: 
Guards Standard Standard 


N 


Standard 
Nerfing Strip Standard 
Energy-Absorbing Standard 
Rear: 
Energy-Absorbing Standard 


“Standard on Brougham Coupe, optional only on other coupe models. 
+Wagon has single rubber guard around license plate 
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The 1974 Trailer Towing Bulletin is 
not available at this time. This in- 
formation will be sent to you when 
it is completed so that you may in- 
sert it in this portion of your binder. 
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1974 CONSUMER INFORMATION 

This booklet is placed in the glove box of every new car as it leaves the factory. This copy is pro- 
vided for use in the dealership, therefore please do not remove it. If you need extra copies, contact 
your Zone office. This procedure is in compliance with Federal Regulations. 


Driving pleasure begins with driv- 
ing safety. Your new car is equipped 
with proven safety features which 
are built into every American 
Motors car. Yet every motorist must 
keep in mind that safety is a two 
way street. It takes a safety-con- 
scious driver AND a safe, well 
maintained car. American Motors 
“Safe-Command” features include... 


General Equipment 


® Seat Belt Restraint and Interlock 

System 7 

Two Front Shoulder Belts 

Two Rear Shoulder-Belt Anchors 

Two Front Head Restraints 

4-Way Hazard Warning Signals 

Lane-Changer Turn Signals 

Automatic Back-Up Lights 

Side-of-Car Safety Marker Lights 

High-Intensity Headlights 

Inside Rear-View Mirror with 

Twin Ball-Joint Pivots 

Left-Side Rear-View Mirror 

® 2-Speed Electric Windshield 
Wipers & Non-Glare Blades 

® Electric Windshield Washers 

® Windshield Defrosters (Heater) 


Construction, Brakes, Wheels 


Single-Unit Body Construction 
Energy-Absorbing Steering Column 
Energy Absorbing Steering Wheel 
Guard-Rail Doors 

High-Strength Windshield Glass 
Tempered Side & Rear Glass 
Molded Ceiling Headliner 
Padded Sun Visors 

Padded Instrument Panel 
Safety-Shaped Armrests 
Non-Glare Finish on Inside Parts 
Double-Safety Brake System 
Brake System Warning Light 
Self-Adjusting Brake Linings 
Mechanical Stop-Light Switch 
Corrosion-Resistant Brake Lines 
Safety-Rim Wheels 

Tire Tread-Wear Indicators 

Safety Strengthened Bumpers 
Captive Engine Mounts 


Locks, Door Handles, Controls 


Anti-Theft Ignition, Steering & 
Trans. Lock with Warning Buzzer 
(less Trans. Lock on floor shift) 
High-Strength Door Locks 
Safety-Shaped Door Handles 
Two-Key Locking System 
Safety-Shaped Control Knobs 
Safety-Styled Instrument Panel 
Front Seat-Back Lock 
Dual-Action Hood Latch 


AIR POLLUTION CONTROL 


American Motors has been actively en- 
gaged in reducing air pollutant emis- 
sions since the early 1950s. Substantial 
progress has been made, and our cars 
meet the new, more stringent stand- 
ards. 
To assure that the following systems 
continue to function properly sched- 
uled maintenance is important as ex- 
plained in the Owner’s Manual: 
® Exhaust Emission Control 
® Fuel-Tank Vapor Emission Control. 
® Positive Crankcase Ventilation. 
All engines will run on regular-grade 
leaded fuel, low-lead fuel or no-lead 
fuel to help reduce hydrocarbon 
emissions. 


Performance Information for You... The Consumer 


We at American Motors are nat- 
urally delighted that you have 
purchased one of our products, or 
are considering the purchase in the 
near future. 


Every automobile product that we 
offer to the public is designed and 
built in full compliance with, and 
in many cases exceeds, all appli- 
cable standards set forth by Federal 
regulations. Furthermore, the per- 
formance of our products in re- 
spect to acceleration and passing 
ability, tire reserve load, plus stop- 
ping distance is reported for your 
information in this booklet in ac- 
cord with Federal Motor Vehicle 
Safety Regulations. 


All tests were conducted in accord- 
ance with Federal regulations which 
require the /east favorable perform- 
ance figures for a specific model 
within a model group be shown 
for the entire model group. There- 
fore, actual performance figures of 
most models within a model group 
are better than the figures shown. 


The condition of the vehicles re- 
ported upon should be noted before 
reviewing test results, as follows: 
1. ‘‘Lightly-Loaded Vehicle 
Weight’ equals the sum of... 

a. “Curb Weight” .. . means the 
weight of a motor vehicle with 
standard equipment including 
the maximum capacity of fuel, 
oil, and coolant, plus heater, 
air conditioner and additional 
weight of optional engine. 

b. Driver and test-measuring in- 
strumentation (totaling 300 
pounds in the front seat area). 

2. ‘‘Maximum-Loaded Vehicle 
Weight” equals the sum of... 

a. “Curb Weight” ... (see 1a). 

b. ‘‘Accessory Weight”... means 
the combined weight (in ex- 
cess of those standard items 
which may be replaced) of 
automatic transmission, power 
steering, power brakes, power 
windows, radio, heater and 
air conditioner, to the extent 
that these items are available 
as factory-installed equipment 


(whether installed or not). 

c. ‘Vehicle Capacity Weight”... 
means the rated cargo and 
luggage load, plus 150 pounds 
times the vehicle’s seating 
capacity (see Owner’s Manual). 

d. ‘Production Options Weight’ 

. means the combined 
weight of those installed regu- 
lar production options weigh- 
ing over 5 pounds in excess 
of those standard items which 
they replace, not previously 
considered in “curb weight’ 
or “accessory weight”, includ- 
ing heavy-duty brakes, roof 
rack, heavy-duty battery, etc. 

Our sales catalog, available from 
any American Motors dealer, ex- 
plains the various models and op- 
tions offered to meet your driving 
needs. If you have already pur- 
chased one of our cars, may we 
call your attention to the Owner's 
Manual, for it contains information 
on the proper operation of your 
car plus a complete maintenance 
section with “do-it-yourself” tips. 

1 


ACCELERATION & PASSING ABILITY... 


The charts on the next two pages 
indicate the passing times and dis- 
tances that can be met or exceeded 
by the American Motors vehicles to 
which it applies, in the situations 
diagrammed below. 


The low-speed pass assumes an 
initial speed of 20 MPH and a limit- 
ing speed of 35 MPH. The high- 
speed pass assumes an initial speed 
of 50 MPH and a limiting speed of 
80 MPH. 


Notice: The information presented 
represents results obtainable by 
skilled drivers under controlled 
road and vehicle conditions, and 
the information may not be correct 
under other conditions. 


It should be noted that all passing 
times and distances were obtained 
with maximum-loaded vehicles 
equipped with automatic transmis- 
sions and standard axle ratios, 
therefore reflecting the slowest ac- 


celeration for cars in each particular 
group. Lightly-loaded vehicles, 
typical of most driving, will accel- 
erate quicker. Every engine avail- 
able within each particular series 
of vehicles is not necessarily shown. 
In| most cases, higher-numerical 
axle ratios are available as factory- 
installed options which can im- 
prove the automatic transmission 


LOW-SPEED PASSING 


INITIAL SPEED: 20 MPH 


Federal Motor Vehicle Safety Regulation No. 575.106 


figures shown. Also, manual 3- 
speed and 4-speed transmissions 
are available for certain models 
with a variety of axle ratios, all of 
which can meet or improve the 
figures shown. 

For your information, all of the 
engine, transmission and axle ratio 
combinations are shown in chart 
form in the sales catalog. 


LIMITING SPEED: 35 MPH 


TOTAL PASSING DISTANCE, FEET 
TOTAL PASSING TIME, SECONDS 


55 FT. TRUCK 


HIGH-SPEED PASSING 


INITIAL SPEED: 50 MPH 





LIMITING SPEED: 80 MPH 


TOTAL PASSING DISTANCE, FEET 
TOTAL PASSING TIME, SECONDS 





55 FT. TRUCK 





See charts on next two pages » 






Gremlin Six 


Low-Speed Pass__ 426 Feet; 9.3 Seconds 
High-Speed Pass__1497 Feet; 16.8 Seconds 


Gremlin V-8 
Low-Speed -Pass__ 411 Feet; 8.9 Seconds 


Hornet V-8 Wagons 


Low-Speed Pass__ 416 Feet; 9.0 Seconds 
High-Speed Pass__1347 Feet; 14.7 Seconds 


Javelin Six 


Low-Speed Pass__ 431 Feet; 9.5 Seconds 





High-Speed Pass__1277 Feet; 13.7 Seconds 





Hornet Six Sedans & Hatchback 


Low-Speed Pass__ 438 Feet; 9.7 Seconds 
High-Speed Pass__1557 Feet; 17.6 Seconds 


Hornet V-8 Sedans & Hatchback 


Low-Speed Pass__ 414 Feet; 8.9 Seconds 
High-Speed Pass__1304 Feet; 14.1 Seconds 





Hornet Six Wagons 


Low-Speed Pass__ 439 Feet; 9.8 Seconds 
High-Speed Pass__1575 Feet; 17.9 Seconds 










High-Speed Pass__1510 Feet; 16.9 Seconds 






Javelin V-8 


Low-Speed Pass__ 414 Feet; 8.9 Seconds 
High-Speed Pass__1273 Feet; 13.7 Seconds 


Matador Six 
Coupe and 4-Dr. Sedan 
Low-Speed Pass__ 469 Feet; 10.7 Seconds 


High-Speed Pass__1819 Feet; 21.2 Seconds 


Matador V-8 
Coupe and 4-Dr. Sedan 
Low-Speed Pass__ 426 Feet; 9.3 Seconds 


High-Speed Pass__1385 Feet; 15.2 Seconds 





Matador Six Wagons 


Low-Speed Pass__ 459 Feet; 10.4 Seconds 
High-Speed Pass__1780 Feet; 20.7 Seconds 


Matador V-8 Wagons 


Low-Speed Pass__ 428 Feet; 9.4 Seconds 
High-Speed Pass__1420 Feet; 15.7 Seconds 





Ambassador V-8 
Sedans 


Low-Speed Pass__ 426 Feet; 9.4 Seconds 
High-Speed Pass__1386 Feet; 15.2 Seconds 


Ambassador V-8 Wagons 


Low-Speed Pass__ 429 Feet; 9.4 Seconds 
High-Speed Pass__1421 Feet; 15.7 Seconds 





TIRE RESERVE LOAD... 
Federal Motor Vehicle Safety 
Regulation No. 575.102 


The charts on the next four pages list the tire size desig- 
nations recommended by American Motors for use on 
the vehicles to which it applies, with the recommended 
inflation pressure for maximum loading and the tire re- 
serve load percentage for each of the tires listed. The tire 
reserve load percentage indicated is met or exceeded by 
each vehicle to which each chart applies. 


The tire reserve load percentage for the particular vehicle 
is the lowest of the percentages for each tire on the 
vehicle, and is calculated as follows: 


W. — W; x 100 = Tire Reserve 
W2 Load % 


Wi = The vehicle maximum load on the tire, for the front 
and rear tires respectively. The figures are deter- 
mined by distributing to each axle its share of the 
maximum loaded vehicle weight, and dividing that 
share by 2. 


W:= The load rating for each tire as installed (set forth in 
Federal Motor Vehicle Safety Standard No. 109) 
using American Motors recommended tire inflation 
pressure for maximum loaded vehicle weight. 


Warning. Failure to maintain the recommended 
tire inflation pressure or to increase tire pres- 
sure as recommended when operating at maxi- 
mum loaded vehicle weight, or loading the 
vehicle beyond the capacities specified on the 
tire placard affixed to the vehicle (also shown in 
the Owner’s Manual), may result in unsafe 
operating conditions due to premature tire 
failure, unfavorable handling characteristics, 
and excessive tire wear. The tire reserve load 
percentage is a measure of tire capacity, not of 
vehicle capacity. Loading beyond the specified 
vehicle capacity may result in failure of other 


vehicle components. 


See charts D> 





‘The difference, expressed as a percentage of tire load rating, between (a) the load rating of a tire at the vehicle manufacturer's recom- 











Recommended Tire Sizes 
6.45 C78 | D70 | DR78 
14 14 14 14 
Trop ae [ae [ae fae [oe [ae 
Pressure for Maximum 


Loaded Vehicle Weight [Rear | 26 | 26 | 24 | 24 | 24 | 24 
Tre tee ted Penne’ [as [2a] o2[sa [oa os 


*Less A/C 


Recommended Tire Sizes 
Gremlin V-8 6.95 | C78 | D70 | DR78 
14 14 14 14 
aon [ow [zs [25 | fe | [I 
Pressure for Maximum 
(sess vehge Weis [Reon [26 | 26 [28 [20 | J 
Tre Reserve ood Poconege’ [12 v2 [2a eat | J 


Hornet Six | femmes Soe 
. 8 
sierra [AE[ SE] Se] | PE 
rent] 24 [2a [26 | 26 | 24 | 24 | 

Pressure for Maximum Front | | 24 | 


Loaded Vehicle Weight 
Five tse ood Poceaeoe’ [17] 17 [19 | 19] 50] 50) 






Recommended Cold Inflation 









































Recommended Cold Inflation 








*Less A/C 













Recommended Tire Sizes 
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Recommended Cold Inflation 








mended inflation pressure at the maximum loaded vehicle weight and (b) the load imposed upon the tire by the vehicle at that condition. 
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Hornet 360 V8 
19 Sedans & Hatchback 






Recommended Cold Inflation 








Hornet 304 V8 
Wagons 


Tire Reserve Load Percentage! 













Hornet 360 V8 












Recommended Cold inflation 
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Recommended Tire Sizes 


D78 | E78 | F70 
14 14 14 


Javelin Six 
Hardtops 
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Javelin V8 Recommended Tire Sizes 
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Javelin “AMX” V8 
Hardtops 


eg SC 
Pressure for Maximum 
Loaded Vehicle Weight 

ae 


Tire Reserve Load Percentage! 
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Matador Six 
4-Dr. Sedans 


Recommended Cold Inflation Front | 26 | 24 | 24 | 24 | 24 | 
Pressure for Maximum 


Loaded Vehicle Weight 


Tire Reserve Load Percentage! 


| 28 | 26 | 26 | 24 | 24 | | 
fo7fistisyastaiy | 





The difference, expressed as a percentage of tire load rating, between (a) the load rating of a tire at the vehicle manufacturer's recom- 
mended inflation pressure at the maximum loaded vehicle weight and (b) the load imposed upon the tire by the vehicle at that condition. 
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mended inflation pressure at the maximum loaded vehicle weight and (b) the load imposed upon the tire by the vehicle at that condition. 


Matador 304 V-8 
27 4-Dr. Sedans 






Recommended Cold Inflation 
















Matador 360 & 401V-8 
4-Dr. Sedans 






Recommended Cold Inflation 



































Matador Six 
2-Dr. Coupe 


Recommended Cold Inflation 


































Matador 304 V-8 
2-Dr, Coupe 


Recommended Cold Inflation 


Matador Six 
Wagons 











Recommended Cold Inflation 
Pressure for Maximum 



























The charts on the next five pages indicate the braking performance that 
can be met or exceeded by the American Motors vehicles to which it 
applies, without locking the wheels, under different conditions of load- 
ing and with partial failures of the braking system. The information pre- 
sented represents results obtainable by skilled drivers under controlled 
road and vehicle conditions, and the information may not be correct 
under other conditions. 
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Wagons 













H78-14 
HR78-14 










Recommended Cold Inflation 












All stops, which are measured in feet, were made from a vehicle speed of 
60 MPH. In performing such stops, the brake pedal applied effort did not 
exceed 150 pounds, and as mentioned above, wheel lock-up was not per- 
mitted. For both lightly-loaded and maximum-loaded vehicle conditions, 
the fuel tank was filled between 90% and 100% of total capacity. During 
the entire stop, the transmission was in neutral (or clutch disengaged), to 
eliminate the effect of “engine braking”. Prior to the brake tests, brakes 
were “burnished” by conducting 200 stops from 40 MPH. 


























The stopping distance shown for “emergency service brakes, with partial 
service brake system failure”, means that the tests were conducted with 
either the front or rear hydraulic brake system inoperative. A red “BRAKE” 
warning light in the instrument panel will indicate the rare condition of 
losing hydraulic pressure in one of the brake systems. This represents a 
highly adverse stopping condition for either light or maximum loads when 
either front or rear service brakes are inoperative. Note, that the same red 
“BRAKE” warning light also indicates if parking brakes are applied. 


Ambassador V-8 













Recommended Cold Inflation 








The stopping distance shown for “brake power unit failure, maximum 
load” naturally applies only to cars equipped with power brakes or power 


disc brakes on which the power assist unit is rendered inoperative, thus 

STOPPING DISTANCE simulating a highly adverse and rare condition. 
Federal Motor Vehicle Safety it should be noted that stopping distances are affected by a great number 
: of variables involving car condition and equipment, car speed and attitude, 
Regulation No. 575.101 passenger and cargo load, tire mileage and pressure, weather and tempera- 


ture conditions, road surface conditions, plus the driver’s ability and 
reaction time. 
8 See charts on next five pages D> 






Gremlin Six Stopping Distance in Feet from 60 mph 
Drum Brakes (Manual & Power) 100 200 300 400 500 600 


Fully Operational | Light Load 
Service Brakes ‘ Max. Load 


Emergency Service Brakes 
(with partial service brake systems failure) 
Brake Power Unit Failure, Max. Load 






; Gremlin Six Stopping Distance in Feet from 60 mph 
Disc Brakes Front/Drum Rear 100 200 300 400 500 600 


(Manual & Power} 
Fully Operational | Light Load 
Service Brakes / Max. Load 
Emergency Service Brakes 
(with partial service brake systems failure} 
Brake Power Unit Failure, Max. Load 


Gremlin V-8 Stopping Distance in Feet from 60 mph 
Drum Brakes (Manual & Power) 100 200 300 400 500 600 


Fully Operational| Light Load 
Service Brakes { Max. Load 
Emergency Service Brakes 
(with partial service brake systems failure) 
Brake Power Unit Failure, Max. Load 


Gremlin V-8 Stopping Distance in Feet from 60 mph 
Disc Brakes Front/Drum Rear 100 200 300 400 500 600 


{Manual & Power) 
Fully Operational | Light Load 
Service Brakes | Max. Load 
Emergency Service Brakes 
(with partial service brake systems failure} 
Brake Power Unit Failure, Max. Load 


40 Hornet Six Sedans Stopping Distance in Feet from 60 mph 
Drum Brakes (Manual & Power} 100 200 300 400 500 600 


Fully Operational | Light Load 
Service Brakes{-s—<—~s~si‘s«‘ Max, Loved 
Emergency Service Brakes 
(with partial service brake systems failure) 


Brake Power Unit Failure, Max. Load 


41 Hornet Six Sedans Stopping Distance in Feet from 60 mph 


Cie Eacae Wants Orin. Rane 100 200 300 400 500 600 













Fully Operational | a: Light Load 
Service Brakes { Max. Load 


Emergency Service Brakes 
(with partial service brake systems failure) 
Brake Power Unit Failure, Max. Load 


Hornet V-8 Sedans Stopping Distance in Feet from 60 mph 
Drum Brakes (Manual & Power) 100 200 300 400 500 600 
Fully Operational | Light Load 
Service Brakes ‘ Max. Load 
Emergency Service Brakes 


(with partial service brake systems failure} 
Brake Power Unit Failure, Max. Load 





Hornet V-8 Sedans 
Disc Brakes Front/Drum Rear 
{Manual & Power) 


Fully Operational | 
Service Brakes { 

Emergency Service Brakes 
(with partial service brake systems failure) 


Brake Power Unit Failure, Max. Load 


Light Load 
Mox. Load 


Hornet Six Wagons 
Drum Brakes (Manual & Power} 


Fully Operational | 


Light Load 
Service Brakes | 
Emergency Service Brakes 
(with partial service brake systems failure} 
Brake Power Unit Failure, Max. Load 
45 Disc Brakes Front/Drum Rear 
(Manual & Power) 


Fully Operational 
Service Brakes 


Hornet Six Wagons 


Max. Load 
Emergency Service Brakes 

(with partial service brake systems failure) 
Brake Power Unit Failure, Max. Load 


Hornet V-8 Wagons 
Drum Brakes (Manual & Power} 
Fully Operational | Light Locd [ama 
Service Brakes | Max. | 
Emergency Service Brakes 


(with partial service brake systems failure} 
Brake Power Unit Failure, Max. Load 


Fully Operational | 
Service Brakes | 

Emergency Service Brakes 
(with partial service brake systems failure) 

Brake Power Unit Failure, Max. Load 


Javelin Six 
Disc Brakes (Manual & Power) 


Fully Operational) __ Light Load 
Service Brakes! Max. Load 
Emergency Service Brakes 
(with partial service brake systems failure} 





















Hornet V-8 Wagons 
Dise Brakes Front/Drum Rear 
anual & Power) 


_ Light Load 
Max. Load 





Brake Power Unit Failure, Max. Load 


Fully Operational | 


Javelin V-8 
Disc Brakes Front/Drum Rear 
(Manual & Power) 


__ Light Load 
Max. Load 


Service Brakes / 


Emergency Service Brakes 
(with partial service brake systems failure) 
Brake Power Unit Failure, Max. Load 


185 
188 


eo ee Distance in Feet from 60 mph 
100 200 300 400 500 eo ee 


ei: 
190 


Stopping Distance in Feet from 6G mph 
100 200 300 400 500 600 


Stopping Distance in Feet from 60 mph 
100 200 300 400 500 600 


Light Load 














Soc an een Distance in Feet from 60 mph 
eeo"ta00' 300" 460 “300860 | 200 300 400 500 600 





Stopping Distonce in Feet from 60 mph 
100 200 300 400 500 600 


Stopping Distance in Feet from 60 mph 
100 200 300 400 500 600 


Stopping Distance in Feet from 60 mph 
100 200 300 400 500 600 
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Matador Six 4-Dr. Sedan 
Drum Brakes (Manual & Power) 


Stopping Distance in Feet from 60 mph 
100 200 300 400 500 600 


Fully Operational! __ Light Load 


Service Brakes! Max. Load 
Emergency Service Brakes 

(with partial service brake systems failure} 
Brake Power Unit Failure, Max. Load 


Matador Six 4-Dr. Sedan 
Disc Brakes Front/Drum Rear 
(Manual & Power) 
Fully Operational | 
Service Brakes | Max. Load 
Emergency Service Brakes 
(with partial service brake systems failure) 
Brake Power Unit Failure, Max. Load 


Matador Six 4-Dr. Sedan 
H.D. Disc Brakes Front/Drum Rear 


Service Brakes [ Max. Load 
Emergency Service Brakes 

(with partial service brake systems failure) 
Brake Power Unit Failure, Max. Load 


Matador V-8 4-Dr. Sedan 
Drum Brakes (Manual & Power) 
Fully Operational 

Service brakaet Max. Load 
Emergency Service Brakes 

(with partial service brake systems failure) 
Brake Power Unit Failure, Max. Load 





Matador V-8 4-Dr. Sedan 


Dise Brakes Front/Drum Rear 
{Manual & Power) 





Fully ope cee | — ___ Light Load 
Service Brakes Max. Load 
Emergency Service Brakes 
(with partial service brake systems failure) 
Brake Power Unit Failure, Max. Load 


Matador V-8 4-Dr. Sedan 
Heavy Duty Disc Brakes Front/Drum Rear 


(Manual & Power) 







Fully Operational | Light Load 
Service Brakes | ~~~ Max. Load 
Emergency Service Brakes 
(with partial service brake systems failure) 
Brake Power Unit Failure, Max. Load 


Matador Six Coupe 
Disc Brakes (Manual & Power) 


Fully Operational| Light Load 
Service Brakes | ~~ Max. sacs as 

Emergency Service Brakes 

(with partial service brake systems failure} 


Brake Power Unit Failure, Max. Load 



























Stopping Distance in Feet from 60 mph 
100 200 300 400 500 


Light Load 














Stopping Distance in Feet from 60 mph 
100 200 300 400 500 600 


Fully Operational | Light Load 















Stopping Distance in Feet from 60 mph 
100 200 300 400 500 600 





Light Load 

























Stopping Distance in Feet from 60 mph 
100 200 300 400 500 600 










Stopping Distance in Feet from 60 mph 
100 200 300 400 500 600 


182 
185 
385 
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Matador V-8 Coupe Stopping Distance in Feet from 60 mph 
57 Disc Brakes 100 200 300 400 500 600 


Fully Operational | j Light Load 


Service Brakes { Max. Load 
Emergency Service Brakes 

(with partial service brake systems failure) 
Brake Power Unit Failure, Max. Load 


Matador Six Wagon Stopping Distance in Feet from 60 mph 
Drum Brakes (Manual & Power) 100 200 300 400 500 600 
Fully Operational | Light Load 
Service Brakes { Max. Load 
Emergency Service Brakes 


(with partial service brake systems failure) 
Brake Power Unit Failure, Max. Load 


Matador Six Wagons Stopping Distance in Feet from 60 mph 
Dench e ban 100 200 300 400 500 600 


Fully ene Light Load 


















Service Brakes Max, Load 
Emergency Service Brakes 

(with partial service brake systems failure) 
Brake Power Unit Failure, Max. Load 


Matador Six Wagon : F a F 
acuoanuntBng bain Stopping Distance in Feet from 60 mph 


(Manual & Power} 100 200 300 400 500 600 
Fully Operational ; light Lood 
Service Brakes | Max. Load 
Emergency Service Brakes 
(with partial service brake systems failure) 
Broke Power Unit Failure, Max. Load 


Matador V-8 Wagon Stopping Distance in Feet from 60 mph 
Drum Brakes (Manual & Power) 100 200 300 400 500 600 


Fully Operational | Light Load 

Service Brakes{ Max. Load 
Emergency Service Brakes 

(with partial service brake systems failure) 


Brake Power Unit Failure, Max. Load 


Matador V-8 Wagon Stopping Distance in Feet from 60 mph 
Disc Brakes Front/Drum Rear 
















(Manual & Power) 100 200 300 400 500 600 
Fully Operational | Light Load 


Service Brakes{ Max. Load 
Emergency Service Brakes 
(with partial service brake systems failure) 


Brake Power Unit Failure, Max. Load 
















63] maleeet V-8 Wagon Stopping Distance in Feet from 60 mph 
Front/Drom ts Mansel 8 Pewee 100 200 300 400 500 600 
Fully Operational|_—__ Light Load 
Service Brakes Max, Load 
Emergency Service Brakes 
(with partial service brake systems failure) 
Brake Power Unit Failure, Max. Load 
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formed about our prod- 
ucts by reviewing the 
information carefully. 

This publication is based 
on the latest product in- 
formation at the time of 
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is 
im- 
all 


is subject to 


therefore, 
change. Contact your lo- 


Product Information Dept. 


cal Dealer for current in- 
14250 Plymouth Road 
Detroit, Mich. 48232 


printing. American Motors 
formation. 


Corporation’s policy 
one of continuous 
American Motors Corp. 


provement, 
information 
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Bulletins : 
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